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DISCUSSION SUMMARY:

Subject 1: Introduction

1) Frank Der, NASA and Board Chairman, opened the meeting by welcoming everyone.

Subject 2:  Specsintact Update

1) A Specsintact Update was presented by Jim Whitehead in which the following topics were discussed:

a)

b)

d)

e)

New Features within 4.5.0 which is scheduled to be released early 2011
(1) Generates paragraph numbers automatically for both numeric and alphanumeric
(a) No manual editing of numbers or spaces
(b) Numbers are no longer hardcoded inside the Title tags
(2) Add left margins for subparts below article
(3) Numeric or alphanumeric paragraph numbers
(4) Requires major documentation changes
(5) Fully Backward Compatible
(a) New software will work with old and new projects and Sections
(6) Mix Old and New Sections in the same Job or Master
(a) Not recommended for Alphanumeric jobs
Re-cap of Specsintact 4.4.2 Features released June 2010
(1) Print or Export All Project Tailoring Options
(2) Improved Section 508 compliance
(3) Enhanced Submittal Register export
(a) Export to Excel and Web Formats
(b) More consistent with UFGS Submittal Register
(c) More display capabilities available
(4) Resolved security vulnerabilities within a third party zip/unzip component
Counted over 50,000 Specsintact users since 2004
Technical Support averages 2676 calls per year since 2009
(1) Enhanced/Improved Technical Support Software
(2) Coordination between QCS/RMS for Submittal Data file uploading
Specsintact Web Site
(1) Knowledge Base was substantially updated
(2) Two new troubleshooting topics added
(3) Updated with each software and UFGS release
(4) Improved browser interface with Firefox, Chrome, Opera, Safari and IE
UFGS
(1) Extensive changes to the Unified Master Reference List (UMRL) while under the MadCad
Contract
(2) Contract awarded to IHS September 2010
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2)

8)

h)

UFGS Release

(1) Coordinated and QA’d all UFGS Releases

(2) Trained NAVFAC Database Manager

(3) Documented UFGS Coordinator Procedures

Supported the Construct2010 Conference, NS-CCCB and Joint UFGS Working Group
(1) Investigated BIM options and capabilities

(2) Met with MadCad to improve Specsintact’s reference capabilities

(3) Represented Specsintact with the UFGS, NASA and DoD Customers

An in depth discussion commenced amongst the SI-CCCB in regards to tables and margin settings.
Further discussion will take place during the Specsintact 4.5.0 Demonstration Jim Whitehead will
deliver.

Subject 3: Change Requests

1)

2)

Michelle Pizzuto presented the New and Deferred Change

a)

b)

Twenty-Two New Change Requests Reviewed:
i) 15 Accepted

ii) 6 Rejected

iii) 1 Requirement Analysis

One Deferred Change Requests Reviewed:

i) 1Rejected

During the discussion of CR #10-002 entitled “New Report: Correcting Duplicate Submittal Items” the board
stated in order to avoid duplicated Submittal Items, the architect/engineers should consider more specific
Submittal Item descriptions or labels. Example: Instead of Detailed Drawings, change to “Detailed Drawings of
Rebar”, etc.

Subject 4: CSI Construct2011

1)

During this discussion, it was noted that there were several meetings and conferences in which the
SI-CCCB would like Specsintact’s attendance and support. These meetings are as follows:

a)
b)
c)

d)

e)

UFGS Working Group and SI-CCCB — April 19 — 21, 2011 at the National Institute for Building
Sciences, Washington, DC

NASA Facilities Conference — May 10 — 13, 2011 in Nashville, TN

USACE Infrastructure Conference —June 13 — 16, 2011 in Atlanta, GA

CSI Construct2011 Conference — September 12 — 16, 2011 at the Lakeside Center, McCormick
Place, Chicago, IL

UFGS Working Group and SI-CCCB — Date TBD at Kennedy Space Center, FL
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2)

Frank Der will engage further discussion amongst the SI-CCCB members in regards to whether or not

the Specsintact Team and UFGS will be approved and funded for representation/participation at the

CSI Construct2011 Exhibit Hall.

a) The Specsintact team and Richard Hungate of URS will support the NS-CCCB and Joint UFGS
Working Group.

b) The Specsintact Team, Richard Hungate and Steve Freitas will conduct a separate Specsintact
and UFGS Education session.

Subject 5:  Alternate Paragraph Numbering Demo

1)

2)

3)

4)

5)

A demonstration of Specsintact’s Alternate Paragraph Numbering was given to the SI-CCCB by Jim

Whitehead.

The new Specsintact software will work with current Sections containing hardcoded subpart

numbers in the titles

a) Existing Jobs and Masters are compatible with the new software without any changes

b) Releasing a new UFGS that uses automatic numbering can wait until all Specsintact users have Sl
version 4.5.0 or later

For new Sections that use automatic subpart numbering, Specsintact can generate either:

a) Numeric paragraph numbers that match the current UFGS format, or

b) A new alphanumeric format consistent with CSI’s PageFormat

c) Switch from one automatic numbering format to the other with only one mouse click

Alphanumeric subpart numbers will be abbreviated and indented below the Article level

a) Specsintact will display full alphanumeric subpart numbers in reports, and also in the hint text
the Editor displays when the mouse hovers over a subpart title. This feature was well received
by the SI-CCCB

b) Current subpart tagging practices can cause indented subpart tags to appear further left when
editing with tags visible than they would with tags hidden. The SI-CCCB agreed that this was not
a concern

Documentation needs to be clear on the handling of Item, List, ltem Indents and List Indent tags

when using the alphanumeric format. These areas will have to be addressed by the project lead on

how they would want them handled.

Subject 6:  BIM Integration

1)

A Change Request was presented to the SI-CCCB to Integrate Specsintact into REVIT and Bentley by

developing a Widget that will promote this integration.

a) Microsoft is planning to discontinue REVIT, but Bentley will continue to be a major contender for
considering changes.

b) The SI-CCCB stated that this change might be premature to consider implementing since there is
no direction on how to proceed.
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c) The development team stated that a very detailed and thorough requirement analysis is
required in order to implement this functionality totally.

d) A good start with some small steps towards this effort and one way would to build a project by
automatically pull the Sections based on the BIM Model.

Subject 7:  NMCI Certification

1)
2)
3)

4)

The Specsintact Development team was attempting to get 4.4.2 Certified due to the Security
vulnerability with the zip/unzip component before the end of their contract.

Sherri McMillion will follow-up on the certification process to determine what the status for getting
v4.4.2 certified.

Publishing to Word has become an issue since the version they are using will not support MS Word
2007. Most NMCl users are upgrading from MS Word 2003 to MS Word 2007.

Pete Rossbach inquired on whether or not NMCI could use the USACE Certificate of Networthiness
rather than going through the NMCI Certification. Sherri wasn’t sure if that was possible but thought
it to be worth researching and would be a great solution to this ongoing problem.

Subject 8:  Submittal Classification Codes

1)
2)
3)

4)

5)

6)

Specsintact | Codes Description
Code

No Code FIO For Information Only
GA Government Approval
DA Designer of Record Approval
CR Government Conformance Review of Design
DA/CR Designer of Record Approval
Government Conformance Review of Design
DA/GA Designer of Record Approval

Government Approval

The additional Submittal Classification Codes are a direct result of Design-Build and Adapt-Build
projects produced for Army and Navy.

All three agencies agreed the Standard Submittal Note should incorporate all of the available
Classification Codes but should also be tailored by Agency.

Sherri McMillion would also like to include the Submittal Paragraph for Design-Build and have it
tailored for “Navy, Design-Build”.

Steve Freitas stated there are other classifications used by RMS/QCS for Leed. He will update the
list illustrated above and provide updates to the SI-CCCB and Specsintact Team in order to
incorporate throughout the UFGS and necessary documentation.

Sherri McMillion will modify some of the Design-Build Sections by the next SI-CCCB, tentatively
scheduled for April 19 —21, 2011.

Sheron Belcher will forward the Army Design Data Section to Sherri McMillion for comparison with

Navy’s Design-Build Submittal Sections.
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7)

8)

In addition, once the Tri-Agencies standardize the changes need to be defined within 01 33 00
Submittal Procedures Section as well as the Guide Specifications Submittal Note.

Due to the complexity of this issue, coordination between all three Agencies will need to be in full
agreement, therefore will be discussed again at the next SI-CCCB Meeting in April 2011.

Subject 9:  Section Templates

1)
2)
3)

4)
5)

6)

7)

8)

The Specsintact team had been directed by the SI-CCCB to simplify the UFGSmstr Section Template.

As a result, with the next Specsintact release, there will be two templates available.

The technical information in both templates remains the same.

a) UFGSBasic - This template has drastically reduced the number of bracketed options only leaving
what is absolutely necessary. This template is better for our new users.

b) UFGSBracketed - This template is for the more advanced/experienced Specsintact Users who
are proficient in the use of Bracketed Options and the Bracket Replacement Tool.

Modifications to the General Note were made in both templates to match the direction given to the

Database Managers.

Updated the Submittal Classification and Reviewer in both templates, since the format was not

correct nor the same format used throughout the UFGS and as documented in the UFC 1-300-02.

Upon the release of Specsintact v4.3.0.821 the board directed the Specsintact Team to update the

Section Template and incorporate the new “Formatted Table”. Since Navy does not have an

approved version of Specsintact that will support the Formatted Tables, the question was raised on

whether the example should be changed back to the old table format. The SI-CCCB agreed that if

the Navy customers do not have an approved version that will support the Formatted Tables by the

next Specsintact Release, change it back to the old table format.

Once the Navy customers have an approved version of Specsintact that supports the new Formatted

Tables, and then update the Section Templates accordingly.

Prior to releasing the two templates, verify that they are in agreement with the latest CSI

SectionFormat.

Subject 10: MasterFormat 2004 vs MasterFormat 2010

1)

2)

3)

The Specsintact Team lead a discussion regarding how MasterFormat should be referenced
throughout Specsintact, the documentation, the Web Site and the UFC 1-300-02 since all of these
areas currently are referencing MasterFormat as “2004”.

The following options provided were as follows:

a) MasterFormat 2004/2010

b) MasterFormat 2010

The board members agreed to update all references to MasterFormat 2004 to reflect MasterFormat
2010.
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4)

5)
6)
7)

8)

In addition, a discussion took place on whether Specsintact and the UFGS should discontinue
support for MasterFormat 1995. At this time, the board members agreed to officially discontinue
support of MasterFormat 1995 as of January 2012.

One year prior, provide notice to the Specsintact Users that all support of MasterFormat 1995 will
discontinue as of January 2012.

In addition, add a statement to all the Web Notifications released starting January 2011 that all
support of MasterFormat 1995 will discontinue.

Cheryl Fitz-Simon will send a draft notice to the SI-CCCB for their approval prior to posting the notice
on the SI Web Site and email notifications.

By January 2012, remove the link to the conversion table from MasterFormat 1995 to MasterFormat
2004 from Specsintact and the WBDG.

Subject 11: Priorities

1)

2)

3)

4)

The Priorities listed below will only be worked once the completion and release of Alternate
Paragraph Numbering has occurred.

As of today, the priorities are as follows:

a) Extensive BIM Requirements Analysis

b) Submittal Wizard

c) Report Modifications

The SI-CCCB would like the Specsintact Team to review the Open Change Requests and submit their
recommendations to the SI-CCCB prior to the next UFGS Working Group and SI-CCCB meetings,
tentatively scheduled for April 19 — 21, 2011 in Washington, DC.

At that time, a new set of priorities will take effect.

Subject 12: Budget

1)

The SI-CCCB members met briefly to discuss the budgets for 2011, 2012 and 2013.




SpecsIntact Interagency Configuration Control
and Coordinating Board Meeting

Subject 13: Action Items
# Action Items Person Assign Due Item Status
Date Date
1 Forward customer support issues relating to the UFGS to Technical 05/03/07 TBD Ongoing
Sherri, Pete and Frank Support Staff
2 Send email to all Specsintact users informing them of the Steve Freitas 11/01/07 12/21/07 In Progress
availability of the ThinApp version of Specsintact.
Along with this Steve will post on the Technical Excellence Network.(TEN)
3 6 Months prior to the Alternate Paragraph Numbering Sheron Belcher 11/04/09 TBD In Progress
Prepare an ECB regarding warning for the Alternate
Paragraph Numbering Release
Notice will be posted on TEN rather than ECB
4 6 Months prior to the Alternate Paragraph Numbering Cheryl Fitz-Simon 11/04/09 TBD In Progress
send a Web Notification List and post warnings on the Sl
Web Site
5 Email the Consensus COBie Specification to the SI- Richard Hungate 11/04/09 11/06/09 Ongoing
CCCB for review
This action is now with Steve Rider.
6 Certificate For Networthiness Pete Rossbach 11/04/09 Complete
7 Email the UFGS Working Group with the Submittal Item Steve Freitas 11/05/09 Ongoing
character length for RMS
8 Submit New CR to Add \ Manage Attachments within a Steve Freitas 11/05/09 12/06/10 In Progress
project and generate a report
9 Submit New CR to modify the Search and Replace Steve Freitas 10/27/10 12/06/10 In Progress
Functions to not only search on the tags, but also to
replace tags in both the SI Explorer and SI Editor.
10 Submit New CR for Table placement with full document Steve Freitas 11/05/09 12/06/10 In Progress
margin.
11 Add Robert Iseli to the UFGS Working Group and SI- Cheryl Fitz-Simon 11/05/09 Completed
CCCB Distribution
12 Requirement Analysis on BIM Integration prior to the CSI Jim Whitehead 11/05/09 Completed
Construct 2010 Joint UFGS Working Group Meeting
13 Discuss the importance of the UFGS updates resulting Pete Rossbach 11/05/09 OBE
from Alternate Paragraph Numbering changes at the CP
Meeting
14 UFC 01-300-02 will be modified to clarify the usage of list Steve Freitas 11/05/09 In Progress
and item designation in 2-2.3 and Appendix A
Almost complete. Steve will forward the latest version of the UFC 1-300-02 to the SI-CCCB
15 Draft Notification notice and email to SI-CCCB for Cheryl Fitz-Simon ~ 10/27/10 12/15/10
approval regarding the discontinuation of MasterFormat
1995 prior to posting on January 2011
16 Add Notification to the Specslintact Web Site that the Cheryl Fitz-Simon 10/27/10 01/03/11
Support for MasterFormat 1995 will discontinue as of
January 2012,
17 Add Notification to all email notifications that the Support Cheryl Fitz-Simon ~ 10/27/10 01/03/11
for MasterFormat 1995 will discontinue as of January
2012.
18 Send Email requesting Status of Cobie Specification to Richard Hungate 10/27/10
Sherri, Pete and Frank
19 Send the Master and UFGS Coordinator procedures to Maggie Muller 10/27/10 10/29/10
Sherri McMillion
20 Create CR to Modify the Add Section Templates dialog to Steve Freitas 10/28/10 12/06/10
allow users to add the Section Title and Scope at the
same time.
21 Update Section Templates to match the CSI Section Cheryl Fitz-Simon ~ 10/28/10 02/2010 In Progress
Format 2007 prior to next S| Release
22 Schedule the Large Conference room at NIBS for the Pete Rossbach 10/28/10 11/15/10
next UFGS Working Group and SI-CCCB, April 19 — 20,
2011.
23 Setup Conference Rooms for the Breakout Meetings and Frank Der 10/28/10 11/30/10
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# Action Items Person Assign Due Item Status
Date Date
Joint UFGS Meeting at the Construct2011
24 Email Updated Open Change Requests with List of Michelle Pizzuto 10/28/10 12/03/10

suggested priorities to the SI-CCCB

Next SI-CCCB Meeting
(Tentatively) scheduled for
April 19 - 20, 2011
At the
National Institute of Building Sciences
Washington, DC
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Status of Change Request (CR) From 10/28/2010 M eeting

CHANGE REQUEST DESCRIPTION

EXPLANATION

REQUESTOR

CONTROL #

ACTION

Allow a Tailoring Option to Be Re-Added

When in ajob and the user tailors a Section, the tailoring
option that was removed is then no longer available if
changes need be made.

P-ARMY

RONNY KOEHN

08-007

REJECTED

Board Reviewed

Requirement Analysis|

10/28/2010
SI Recommendation
Board Comments
CHANGE REQUEST DESCRIPTION EXPLANATION REQUESTOR CONTROL # ACTION
Allow Multiple Reviewer s on the Submittal Only 5 characters show up in the classification/reviewer ARMY 09-025 REJECTED

Register

column on the Submittal Register.

KELLY MACCARONE

Board Reviewed

Requirement Analysis|

10/28/2010
SI Recommendation
Board Comments
CHANGE REQUEST DESCRIPTION EXPLANATION REQUESTOR CONTROL # ACTION
Insert Blank Page at the End of a Section that | To print in true book form when printing the entire Job a P-ARMY 09-026 ACCEPTED
Doesn't end on an Even Page blank page should be inserted at the end of any Section
ending on an odd page. ADAM WEST Board Reviewed |Requirement Analysis|

10/28/2010

SI Recommendation

Board Comments

Printed: Nov 17, 2010 at 4:13:37PM

STATUSAS OF 10/28/10 SI-CCCB MEETING

Page 1 of 8





Status of Change Request (CR) From 10/28/2010 M eeting

CHANGE REQUEST DESCRIPTION

EXPLANATION

REQUESTOR

CONTROL #

ACTION

Insert or Delete M ultiple Rowsin a Formatted
Table

Allow multiple rows to be added or deleted

ARMY

SHERON BELCHER

09-027

ACCEPTED

Board Reviewed

Requirement Analysis|

10/28/2010
Sl Recommendation
Board Comments
CHANGE REQUEST DESCRIPTION EXPLANATION REQUESTOR CONTROL # ACTION
Allow Manual Page BreaksIn a Table When alarge table must bresk into a second (or third) OTHER 10-001 ACCEPTED

page, it would be beneficial to control where the table

breaks. SUSAN SHIELDS Board Reviewed |Requirement Analysis|
10/28/2010
Sl Recommendation
Board Comments When ready to implement this, remind Steve Freitas to update the UFC.
CHANGE REQUEST DESCRIPTION EXPLANATION REQUESTOR CONTROL # ACTION
New Report: Correcting Duplicate Submittal Create areport which would list Duplicate Submittals ARMY 10-002 ACCEPTED

Items

Items.

KRISTI SCHRAGL

Board Reviewed

Requirement Analysis|

10/28/2010

SI Recommendation

Board Comments Create a standard warning on when to fix these items.

Printed: Nov 17, 2010 at 4:13:37PM

STATUSAS OF 10/28/10 SI-CCCB MEETING
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Status of Change Request (CR) From 10/28/2010 M eeting

CHANGE REQUEST DESCRIPTION

EXPLANATION

REQUESTOR

CONTROL #

ACTION

Include the Submittal Register when
Combining Section Filesin single PDF

Include the Submittal Register when Combining Section
Filesin single PDF

AIR FORCE

JOHN STICKNEY

10-003

ACCEPTED

Board Reviewed

Requirement Analysis|

10/28/2010
Sl Recommendation
Board Comments Work on this when Sl implements it's own PDF capability.
CHANGE REQUEST DESCRIPTION EXPLANATION REQUESTOR CONTROL # ACTION
AIR FORCE 10-004 REJECTED

Change the Specsl ntact default text from
Courier New to Times New Roman

Change the SpecslIntact default text from Courier New to
Times New Roman

RICK BAUMANN

Board Reviewed

Requirement Analysis|

10/28/2010
SI Recommendation
Board Comments
CHANGE REQUEST DESCRIPTION EXPLANATION REQUESTOR CONTROL # ACTION
CSl has released MasterFormat 2010 Update. P-NASA 10-005 ACCEPTED

Officially Support the CSlI Master For mat
2010 Update

Specsintact currently indicates support for MF 1995 and
MF 2004, although it now uses the MF 2010 Division
titles. We aso still have customers who need MF 1995.

JM WHITEHEAD

Board Reviewed

Requirement Analysis|

10/28/2010

SI Recommendation

Board Comments

Printed: Nov 17, 2010 at 4:13:37PM
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Status of Change Request (CR) From 10/28/2010 M eeting

CHANGE REQUEST DESCRIPTION

EXPLANATION

REQUESTOR

CONTROL #

ACTION

Hyperlink from RIDsto the Reference on
MADCAD or IHSweb site

It would be helpful to provide a hyperlink from RIDsto
the reference publication on the web site of MADCAD

or IHS.

P-NASA

JM WHITEHEAD

10-006

ACCEPTED

Board Reviewed

Requirement Analysis|

10/28/2010

SI Recommendation

Board Comments The board accepted this with the condition to Hyperlink the Organization in the UMRL so that it automatically pulls over when the Master Text preparers build

the Reference Article.

CHANGE REQUEST DESCRIPTION

EXPLANATION

REQUESTOR

CONTROL #

ACTION

Authorize Sl to Discontinue Support for
Third Party Software When Vendor Does

We need to be able to discontinue support for third party

software when the software vendor does.

We also need the flexibility to extend our support for
some time beyond the date the vendor discontinues

P-NASA

JM WHITEHEAD

10-007

ACCEPTED

Board Reviewed

Requirement Analysis|

support if it makes sense for our customers. 10/26/2010
Sl Recommendation
Board Comments
CHANGE REQUEST DESCRIPTION EXPLANATION REQUESTOR CONTROL # ACTION
CreateaHot Key tolnsert theLast Tag Create aHot Key to Insert the Last Tag Inserted P-NAVY 10-008 ACCEPTED

Inserted

CHRISTOPHER FUGITT

Board Reviewed

Requirement Analysis|

10/28/2010

SI Recommendation

Board Comments

Printed: Nov 17, 2010 at 4:13:37PM
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Status of Change Request (CR) From

10/28/2010 M esting

CHANGE REQUEST DESCRIPTION

EXPLANATION

REQUESTOR

CONTROL #

ACTION

Back Button on Mouse Enabled for Reference
Wizard

Allow amouse enabled with a back button to return the
Reference Wizard to theinitial list of Organizations.

P-NAVY

CHRISTOPHER FUGITT

10-009

ACCEPTED

Board Reviewed

Requirement Analysis|

10/28/2010
SI Recommendation
Board Comments [ ow Priority
CHANGE REQUEST DESCRIPTION EXPLANATION REQUESTOR CONTROL # ACTION
Color Code Front End Search Results Color-code the results of a search or use a symbol to ARMY 10-010 REJECTED

indicate that the search located the desired text in
red-lined format.

KELLY MACCARONE

Board Reviewed

Requirement Analysis|

10/28/2010

SI Recommendation

Board Comments The board rejects this CR but proposes and approves asimilair CR which allows the user to select the options he'd like to search (Notes, Redlines, etc).

CHANGE REQUEST DESCRIPTION

EXPLANATION

REQUESTOR

CONTROL #

ACTION

Make the Parts of a Section Collapsible and
Expandable

It would be niceif you could collapse the parts of a
section so you wouldn't have to scroll through them to
get to something further down.

ARMY

KELLY MACCARONE

10-011

ACCEPTED

Board Reviewed

Requirement Analysis|

10/28/2010

SI Recommendation

Board Comments The board accepted this as the proposed Outline view.

Printed: Nov 17, 2010 at 4:13:37PM

STATUSAS OF 10/28/10 SI-CCCB MEETING
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Status of Change Request (CR) From 10/28/2010 M eeting

CHANGE REQUEST DESCRIPTION

EXPLANATION

REQUESTOR

CONTROL #

ACTION

Make the Search Featurein the Editor,
Populate with the Recent Explorer Search
Term

Enable the Editor to pick up the last search term used in
the Explorer.

ARMY

KELLY MACCARONE

10-012

ACCEPTED

Board Reviewed

Requirement Analysis|

10/28/2010
SI Recommendation
Board Comments
CHANGE REQUEST DESCRIPTION EXPLANATION REQUESTOR CONTROL # ACTION
I ntegrate Specslntact into REVIT and Create a Widget that will integrate directly into the BIM NASA 10-013 REQUIREMENTS
BENTLEY program's current interface that will allow Specifications ANALYSIS
to be pulled into a current Job, or to allow a Job to be THOMASHINSHAW Board Reviewed |Requirement Analysis|
created and the Sections then be pulled in based on
properties attributed to BIM objects. 10/26/2010
S| Recommendation
Board Comments
CHANGE REQUEST DESCRIPTION EXPLANATION REQUESTOR CONTROL # ACTION
Createa Division TOC Create a Division TOC ARMY 10-014 REJECTED
NICOLE Board Reviewed |[Requirement Analysis|
SIEBENMORGEN

10/28/2010

SI Recommendation

Board Comments

Printed: Nov 17, 2010 at 4:13:37PM
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Status of Change Request (CR) From 10/28/2010 M eeting

CHANGE REQUEST DESCRIPTION

EXPLANATION

REQUESTOR

CONTROL #

ACTION

Automate UMRL Editing

Mnaually editing the UMRL is time-consuming, and
should be automated to the extent possible.

P-NASA

JM WHITEHEAD

10-015

REJECTED

Board Reviewed

Requirement Analysis|

10/28/2010
Sl Recommendation
Board Comments
CHANGE REQUEST DESCRIPTION EXPLANATION REQUESTOR CONTROL # ACTION
Createa Keyboard Shortcut to Changethe Create a keyboard shortcut that would change the focus P-NAVY 10-016 ACCEPTED

Focus from the L eft to Right panes of
Specsl ntact Windows

from the left to right side of the window, bothin S|
Editor Windows and the SI Front End

CHRISTOPHER FUGITT

Board Reviewed

Requirement Analysis|

10/28/2010
SI Recommendation
Board Comments
CHANGE REQUEST DESCRIPTION EXPLANATION REQUESTOR CONTROL # ACTION
Multi-Level List Structure Currently to abide by the UFC 1-300-02 a specification P-NASA 10-017 ACCEPTED

preparer must use a combination of <LST> and <ITM>

tags which do not always provide the correct formatting.

The text does not correctly word wrap with a hanging

indent, the user must manually create the indents which
creates an esthetical I‘,’ L mplmci ng format

MARTHA MULLER

Board Reviewed

Requirement Analysis|

10/28/2010

SI Recommendation

Board Comments The change was accepted to use existing tags.

Printed: Nov 17, 2010 at 4:13:37PM
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Status of Change Request (CR) From 10/28/2010 M eeting

CHANGE REQUEST DESCRIPTION

EXPLANATION

REQUESTOR

CONTROL #

ACTION

Allow <RID> Tagsin Notesand Include the
Checking of These <RID> Tagsin Master
Reference Processing.

It is recommended to allow <RID> tags in the Notes and
then enable the Reference Verification Report to check
for <RID> in the Notes, in Masters only.

P-NASA

MARTHA MULLER

10-018

REJECTED

Board Reviewed

Requirement Analysis|

search results often populate with Sections in which the
Search Term isonly in the Notes or the Redlined Area.
Add checkboxes in which the user can choose to search
Notes and/or Redlines.

MICHELLE PIZZUTO

10/28/2010
Sl Recommendation
Board Comments
CHANGE REQUEST DESCRIPTION EXPLANATION REQUESTOR CONTROL # ACTION
When searching the Front End for a Search Term, the OTHER 10-019 ACCEPTED

Board Reviewed

Requirement Analysis|

10/28/2010

SI Recommendation

Board Comments

Printed: Nov 17, 2010 at 4:13:37PM

STATUSAS OF 10/28/10 SI-CCCB MEETING
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SPECSINTACT UPDATE

Specsintact CCCB

October, 2010

Jim Whitehead
Specsintact
IMCS - Abacus Technology Corp.





SPECSINTACT 4.5

S| generates paragraph numbers automatically
Will also add the three spaces after the number
No manual editing of humbers or spaces
No longer hardcoded inside title tags

S| adds left margins for subparts below article

Numeric or alphanumeric paragraph numbers
One-click switching for Jobs and Masters

Requires major documentation updates





SPECSINTACT 4.5

Properties for Job: NUMAUTO.

General ] Schedule] Specifiers  Options Cumments]

Job Options

Units of Measure
i English i mMetric i Both

[v LUse this setting when printing this Joh

[w Use Eevisions

CSl MasterFormat Yersion

(" MasterFormat 1995 (@ hdasterFormat 2004

Automatic Paragraph MNumbering {only for Sections that recuire if)

® Numeng " Alphanumeric

Print... (8] 28 Cancel Help






SPECSINTACT 4.5

SV siEditor - [F\sisgm\jobs\testjoba\pulldata\03 30 00.sec]

E| File Edit Wiew Insert Format Table Tools Window Help - 8 =
O = & B AN L BET & vV @

PRT SPT TTL | TWT LST ITM | ENG MET | REF RID RTL SUB | SRF URL ([ WTE TsT &1 | & B F U = H |«

PART 2 PRODUCTS ~

b

z.1 MATERIALS FOR FORM3

Provide wood, plywood, plastic, carton, or steel. Use plywood or steel
forms where a smooth form finish is required.

2.1.1 Wood Forms

Use lumber as specified in Section 06 10 00 ROUGH CRRPENTRY and as

follows. Provide lumber that is square edged or tongue-and-groove boards,

free of raised grain, knotholes, or other surface defects. Provide plvwood
that complies with DOC/NIST P31, B-B concrete form panels or better or

AHAR A135.4, hardboard for smooth form lining.[ Submit data verifying that

composite wood products contain no urea formaldehyde resins.][ Virgin wood
used must be FSC-certified.]

2.1.1.1 Concrete Form Plywood (Standard Rough)

Provide plywood that conforms to MNIST PSS 1, B-B, concrete form, not less
than 5/8-inch thick.

2.1.1.2 overlald Concrete Form Plywood (Standard Smooth)

Provide plywood that conforms to MIST PS 1, B-B, high densityv form overlay,

not less than 5/8-inch thick. v
< >
Ready SEC, PRT, SPT, SPT, SFT P@:15 Rw: 332 Cl1 [10:39 am






SPECSINTACT 4.5

Properties for Job: NUMAUTO.

General ] Schedule] Specifiers E Cumments]

Job Options

Units of Measure
i English i mMetric i Both

[v LUse this setting when printing this Joh

[w Use Eevisions

CSl MasterFormat Yersion

(" MasterFormat 1995 (@ hdasterFormat 2004

Automatic Paragraph MNumbering {only for Sections that recuire if)

i Numeric & Alphanumeric

Print... (8] 28 Cancel Help






SPECSINTACT 4.

SV siEditor - [f\sisgm\jobs\testjob1\pulldata\03 30 00.sec]

E| File Edit Wiew Insert Format Table Tools Window Help - 8 =
D & - BN L BET & vV @

PRT SPT TTL | TWT LST ITM | ENG MET | REF RID RTL SUB | SRF URL ([ WTE TsT &1 | & B F U = H |«

PART 2 PRODUCTS ~

z.01 MATERIALS FOER FORMS

Provide wood, plwywood, plastic, carton, or steel. Use plywood or steel
forms where a smooth form finish is required.

AL Wood Forms

Use lumber as specified in Section 06 10 00 ROUGH CARPENTREY and
as follows. Provide lumber that is square edged or
tongue-and-groove boards, free of raised grain, knotholes, or
other surface defects. Provide plyvwood that complies with
DOC/NIST PS1, B-B concrete form panels or better or AHA RI35.4,
hardboard for smooth form lining.[ Submit data verifying that
composite wood products contain no urea formaldehyde resins. ][
Virgin wood used must be F3C-certified.]

1. Concrete Form Plywood (Standard Rough)

Provide plywood that conforms to NIST PSS 1, B-B, concrete
form, not less than 5/8-inch thiclk.

2. overlaid Concrete Form Plywood (Standard Smooth)

Provide plywood that conforms to MNIST PS 1, B-B, high v

Ready SEC, PRT P@:11 Rw:23CL2 [10:41 am






SPECSINTACT 4.5

Published to PDF

Numeric
Alpha (increased TXT, LST, and ITM Margins)

Alpha (unchanged TXT, LST, and ITM Margins)
Alpha (reduced TXT, LST, and ITM Margins)






SPECSINTACT 4.5

Fully backward compatible
Two versions of Specsintact not required

No rush to release compatible UFGS

New software works with old projects
NMCI still deploying Sl 4.2

Mix old and new Sections in same Job/Master
Numeric paragraphs have consistent appearance
Not recommended for alphanumeric format

Substantial customer support benefits
Substantial benefits for deployment





SPECSINTACT 4.5

Sl 4.5 release early next year
Beta version available sooner
Stay tuned for preview...





SPECSINTACT 4.4.2

Released Specsintact 4.4.2 in June
Print or Export All Project Tailoring Options
Improved Section 508 compliance

Enhanced Submittal Register export

Export directly to Excel and Web formats

More consistent with UFGS Submittal Register

More display options available
Customer feedback: “I'm happy with what NASA
has done with the product. Keep up the good
work.”

10





SPECSINTACT 4.4.2

Tailor Sections in Job: TESTJOBA

To remove tailored data from within & Section, clear the mark next to the Tailor Option.
Clearing at the Section lewel will clear all the options for that Section.

To make the sarme Tailoring Option selections in all Sections, check the option
‘Automatically apply check/uncheck to identical Tailoring Options in other Sections’

BEFORE selecting ar deselecting any Tailoring Options.

Cfthe 117 Sections selected. 40 Sections with Tailoring Options are listed.

Automatically apply checkfuncheck to identical Tailoring Options in all Sections
{applies only to selections made after itis checked)

v - Mark Al
v ARMY (19)

vl CONSTRUCTION (10)

v DESIGN-BULD (16) Llear Al
vl NASA (17)

v NASAINAVY (2) —
vl NAYY (1)

v/(1 33 29 - LEED(TM) DOCUMENTATION

v ARMY (1) Export
vl NASA (1)

v NAVY (4)

v/01 35 40.00 20 - ENYIRONMENTAL MANAGEMENT

vl ARMY (1)

vl NASA (1) Cancel
vl NAVY (1)

v/01 78 00 - CLOSEOUT SUBMITTALS v Help
< > =

() Nurmber of occurences of option in Section

[+ Shaw this dialog box automatically when adding Sectians to a Job or Master

11





SPECSINTACT 4.4.2

Submittal Register

Web Format Comma Delimited Format

[v Create Weh File
[v Use Color

File

Change Row Coloring:
(# Do Mot Color Rows
By Section Number

(" Bwery |_ Rowis)

Fila Name Optinns

v Create Comma Delimited

Excel Format

[¥ Create Excel File

[v Use Calar
Change Row Coloring:
(¢ Do Mot Color Rows
(" By Section Mumber

(" Ewery r Rowis)

[ Bold Lines Between Sections

File Mame (no extensian): |UFGS4288

Folder: |F:\SISGML'\JOEIS'\TESTUFGS\EJ(FJDHS‘\

Email Options
|v Email the Fileis) to the Faollowing Recipients

L%E' Clear NMames

Change...

Der, Frank D.:Pefer. J. Rossbach:Sherr MohMillion: Stewen P. Freitas;Belcher, Sheron G HNG;

oK.

Cancel

Help

X

12





SPECSINTACT 4.4.2

i i 9 - = x -
4 3
Home Insert  Page Layout Formulas Data Review View Developer @ - X
Jg - Fx ¥
A B| c D E F G H J K L M N o P a R s T u -
1 TITLE: | Jim's Test NASA Job
2 JOB NAME:
; LOCATION: [KSC SUBMITTAL REGISTER -
a CONTRACT NO:
5 CONTRACTOR:
CONTRACTOR SCHEDULE | CONTRACTOR
APPROVING AUTHORITY
6 DATES ACTION
Date FwD
to APPRY tdailed Ta
Classi- Auth - Date RCD CONTR
Aot fication: Approval [ haterial Date RCD | Date Fw/D From Date RCO
ivity | Trams- Specification S0 GOWT or Needed Needed | Action | Date OF Fram Ta Other Otmer Action [ Date OF |Frorm APPR|
8 Line # | mittal # Section # S0 Description Itern Subritted Paragraph #| #E Rewwr | Submit By By Code Action CONTH Fevwr Revar Code Action Authority Fernarks
g 1 013300 0 [Preconstruction Submittals Subrnittal register 17
10 2 083613 02 [Shop Drawings Doors 2z G
11 ki 083613 03 [Product Data Dioors. 22 G
12 4 083613 03 [Product Data Electric operators 26 G
13 L1 083613 08 [Mamufacturers Instructions Doars 22
14 11 083613 10 [Operation and Mairtenance Dats Doors 2z G
15 7 083613 02 [Shop Drawings Doars 22 G
16 ] 083619 03 [Product Data Doors 2z G
17 a 083613 03 [Praduct Data hatars: 241 G
18 10 083619 03 [Product Data Controls 242 G
19 n 083613 08 [ramufacturers Instructions Doars 22
20 12 083619 10 [Operation and Mairtenance Dats Doors 2z G
21 13 0833583 02 [Shop Drawings Blast Resistant Doors: 251 G
22 14 083353 02 [Shop Drawings Trolley Track 24 G
23 15 0833583 02 [Shop Drawings Tralleys 22 G
24 & 083363 03 [Product Data Trolleys 22 G
25 17 0833583 05 [Design Data tarmual Operator 23 G
26 1 083363 10 [Operation and kaintenance Data Blast Registant Doore 251 G
27 19 0833 54 02 [Shop Drawings Installation 31 G
28 20 08 33 54 03 [Product Data Door Description 13 G
29 21 083954 03 |Product Data Door Description 13 G
30 22 08 33 54 03 [Product Data Design Requirements 131 G
31 23 083354 03 [Product Data Manufacturer's Field Service 33 | 4
KM 4 » b | Submittal Register < Sheet2 ~Sheet3 ¥ [t ] ]
Ready | Scroll Lock £3 EEE=ETE
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SPECSINTACT 4.4.2

Resolved security vulnerability in third party
Zip/unzip component

Widely used zip component: in every version of
Windows and many other applications

No new NMCI certification of Sl until resolved
Vendor no longer selling component

Source code license was only support option
Copyright holders demanded difficult terms

Rewrote license agreement after negotiating with
vendor, KSC and Abacus legal counsel

14





SPECSINTACT USERS

Counted over 50,000 Sl users since 2004
Counting hundreds of hew users weekly

Specsintact Users

50000

40000

30000

20000

10000

0 4
2004 2005 2006 2007 2008 2009 2010

Specsintact CCCB ~ October, 2010 ~ Kennedy Space Center, FL 15





CUSTOMER SUPPORT

Averaging 2676 calls per year since 2009
1000+ calls more than 2004-2008 average

900
800
700
600
dod M First Quarter

m Second Quarter
400 - T

Third Quarter

300 - = =

B Fourth Quarter
200 - B
100 - P

0 g

2004 2005 2006 2007 2008 2009 2010

Specsintact CCCB ~ October, 2010 ~ Kennedy Space Center, FL 16





CUSTOMER SUPPORT

Over 40 years combined Sl experience
A/E firm experience using Specslntact

Patient experts answer the phone — no voice
menus or buttons to push

No mandatory checklist to wade through
No cost or limit on nhumber of calls

Improving internal support software to
respond to customers better and faster

17





CUSTOMER SUPPORT

Recent customer comments:

“Thank you so much for your help. [ really appreciate how
quick you guys are to respond to my emails and how
patient you are.”

"Michelle ... was extremely helpful, clear, easy to
understand, thoroughly knowledgeable, and took as much
time as necessary... If all government agencies provided
the help, with the warm charm, and thoroughness provided
by Michelle this country would be in better shape and a lot
happier.”

“Michelle Pizzuto is wonderful! She is such a great asset to
your organization — please don’t ever lose her. She answers
all our questions patiently, and keeps us from pulling our
hair out.”

18





CUSTOMER SUPPORT

“I truly appreciate all the support you have given me and the .
extra attention you gave to me by walking me through the
steps. | appreciate the efforts of all the Sl Tech Support staff.
You not only do your job, but you do it with caring and
understanding.”

“I just wanted to let you know how much help Michelle has
been and how patient.... her excellent expertise in this area
was most impressive, her friendliness and patience with me
much appreciated. | called her back several times - a couple
of times with stuff she had already gone over with me ... she
was most helpful and never displayed any impatience with
having to go over something twice, maybe three times.
Michelle is a great employee!”

19





CUSTOMER SUPPORT

For USACE projects:

Discovered need for and advocated changes to QCS to
directly import Sl submittal data

Available with next RMS update.

Potential savings of dozens of hours on every design-bid-build
and many design-build projects

Provided customer work-around until next release

Customer response: “THANK YOU! | was so excited
that | went home and bent my husband’s ear about it
for over an hour and he knows NOTHING about SI! ...
Even the ‘work around'... thrills us because it is so
incredibly tedious to do it the other way.”

20





SPECSINTACT WEB SITE

Substantially updated S| Knowledge Base
Support new version of RoboHelp.
Added two new troubleshooting topics:

Publishing to MS Word 2007 - Office Live Add-In issue
Export Submittal Register - Office Live Add-In issue

Updated for each UFGS and software release
Working on improved compatibility with major
web browsers (Firefox, Chrome, Opera, Safari,
and IE)

21





UFGS

May release
Updates: Army - 14; NASA - 15; Navy - 13
Extensive UMRL reference changes

Switched from IHS to MADCAD
100+ RIDs changed (5 redlined updates)

June (interim) release
Updates: Army - 1; NASA - 1
August release
Updates: Army - 39; NASA - 37; Navy - 20

22





UFGS

UFGS releases:

Coordinated all UFGS releases and checked for
discrepancies

Michelle Pizzuto training as backup UFGS
coordinator

Documented UFGS release procedures thoroughly

Preparing for UFGS coordinator transition to NAVFAC
(Alynne Skrabalak) in January

Edited and checked NASA specs
Updated Sl web site and notified users about each

23





UFGS

Actively preparing for November UFGS release
CSI MasterFormat 2010 changes coming

24





CoNsTRUCT 2010

Cheryl Fitz-Simon and Jim Whitehead
represented Specsintact

Supported UFGS Working Group Meeting

Organized, prepared agenda, documented
proceedings, and presented Specsintact update

Investigated BIM options and capabilities
Surveyed other specifications products
Participated in NASA NS-CCCB meeting

25





CoNsTRUCT 2010

Met with representatives of MADCAD to plan
improved Specsintact Reference capabilities:

Link RIDs to reference publication automatically
Improve UMRL update process

Discussed specifications with Construction
Sciences Research Foundation (SPECTEXT)

Discussed Specsintact and the UFGS with DoD
and NASA customers

26
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Priority of Work,
From November 2009

(After Completion of Alternate Paragraph Numbering)

Submittal Wizard

b

Tailoring Options - Com
1%

=

BN ————— |






Submittal Classification Codes

Specsintact Description

Code

No Code FIO For Information Only
GA Government Approval
DA Designer of Record Approval
CR Government Conformance Review of Design

DA/CR Designer of Record Approval

Government Conformance Review of Design
DA/GA Designer of Record Approval

Government Approval

Standard Submittal Note

P R e e R R R R R R R Ry R RS R st aeE]
HOTE: Review submittal description (5D) definitions
in Secticon 01 33 00 SUBMITTAL FROCEDURES and edit
the following list to reflect only the submittals
regquired for the project. Submittals shonld be kept
to the minimom regquired for adeguate guality
control.

A "G" following a sobmittal item indicates that the
snbmittal reguires Government approval. Some
submittals are already marked with a “G". Only
delete an existing “G" if the submittal item i= not
complex and can be reviewed thromgh the Contractor’s
fmality Control system. Only add a “G" if the
snbmittal is sunfficiently important or complex in
context of the project.

For submittals regquiring Government approval on Army
projects, a code of np to three characters within
the submittal tags may be nsed following the "G"
designation to indicate the approving anthority.
Codes for Army projects nsing the Resident
Management System (BMS) are: "AE" for
Architect-Engineer; "DO" for District Office
(Engineering Division or other organization in the
District Office); "AO" for Area Office: "RO" for
Resident Office; and "PO" for Project O0ffice. Codes
following the "G" typically are not nsed for Havy,
Air Force, and HASA projects.

Choose the first bracketed item for Havy, Air Force
and NASA projects, or choose the second bracketed

item for Army projects.
e s






—> Basic Section Template

FOR NOVICE USERS

Removed majority of
the Bracketed Options
throughout the
template. Only leaving
the required or
necessary Brackets and
those around just the
Submittal Descriptions.

(A XA AL A AA A AA A AL A AL A AL A AKX A AKX AAAAAXAAAXAAAXAAAXAAXAXAAXAXAAAXAAAXAAAAAAAAAXAKX

AVFAC / AFCESA / NASA

Activity: NAVFAC [Superseding

UFGS [ 1

UFGS [00 00 00.00 007 ([mmmm yyyyD)

UNIFIED FACILITIES GUIDE SPECIFICATIONS

EAEXEAAXTEAAXITEAAXITEAAXT A AKX A AKX AAXA XXX AAXAAXAAAXAXAAXAXAAXAXAAXA XA XA AA XA AAXAAdA i di

[References are in agreement with UMRL dated [

Link to the UFC
1-300-02 Format
Standard has not been
approved.

SECTION 00 00 00.00 00

[SECTION TITLE - MAXIMUM 64 CHARACTERS]
MMZYY

KA A AA A A A A A AR A A A A A AR A A A A A AR A A AR A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA A AAAAX

TEMPLATE INSTRUCTION: THIS AND OTHER TEMPLATE
INSTRUCTIONS PERTAIN TO USE OF THIS TEMPLATE. DO
NOT INCLUDE THESE IN A SPECIFICATION. Deselect th
Template Instr tailoring option tag before release
the Master or publishing the Job.

This template is for use as an aid in the
development of a new UFGS master section and
reflects paragraph titles and sequence detailed iIn
the UFC 1-300-02 FORMAT STANDARD. Delete paragrap
that are not applicable to the new specification

e

hs

section and add additional paragraphs as necessary.
Also, paragraph titles may be adjusted to better fit

the subject matter.

Highlighted text indicates variables in standard
notes and standard text. Use appropriate text
without highlights in the new specifications
section. Hislighting is removed by deleting the
tags.

There are three standard notes used in UFGS: 1. T
general note following this note; 2. The note
following the title of the REFERENCES paragraph;
and 3. the note following the title of the
SUBMITTALS paragraph. When notes to the designer

he

are necessary, they are placed between the title and

the text.
There are two standard text notes used in UFGS: 1
The text in the REFERENCES paragraph preceeding th

listing of references; and 2. the text in the
SUBMITTALS paragraph preceeding the listing of
submittals required.

e

Text in paragraphs other than the standard notes and

standard text are for information of the template
user.

Page 1




cfitzsim

Callout

FOR NOVICE USERS

Removed majority of the Bracketed Options throughout the template.  Only leaving the required or necessary Brackets and those around just the Submittal Descriptions.



cfitzsim

Callout

Link to the UFC 1-300-02 Format Standard has not been approved.





Basic Section Template

In order to maintain the proper tagging structure,
it is suggested that this template be used with the
tags turned on, then replace template text with text
of the new section.

A A A A A A A A A A A A A A A A A A A A A A A A A A A A A AT AA A AAA A AA A AAAAAAAAAAAAAAAAA AL AR AR AdhX

NOTE: This guide specification covers the
requirements for [scope].-

Edit this guide specification for project specific
requirements by adding, deleting, or revising text.
For bracketed items, choose applicable items(s) or
insert appropriate information.

Remove information and requirements not required in
respective project, whether or not brackets are
present.

Comments, suggestions and recommended changes for
this guide specification are welcome and should be
as a Criteria Change Request (CCR).

HARMYHENAVYHENASAT-—Selection—or—deselectionof a— |Directed by SI-CCCB to
tailoringoption—wiHinclude or—exclude—thatoption—|remove this paragraph
in—the-section;but-editingthe resulting section—to-|throughout all the
fittheproject—is—stillrequired- Guide Specifications.

AEEAAAAAA A AR A AAA A AR A AAAAAAAAAAAAXAAAAAAAXAAAXAAAAAAAXAAAAXAAAXAAAAAAAA

PART 1 GENERAL
1.1 DEFINITIONS

Only use this paragraph to define terms used in the specification section
that are not defined by a commercial or Government standard and to provide
a common interpretation of a term for contractual purposes.

1.2 REFERENCES

EEAEEKAAKAAAKAAXA A AXA A AA A AKX AAXAAAXAAXTXAAXTAAXAAAXAAAXA A AKX A AKX AAXAAAXAAXAXAAXAXAAXA XA AL XA XA XA X)hA*d*x

NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
this paragraph by organization, designation, date,
and title.

Use the Reference Wizard®"s Check Reference feature
when you add a RID outside of the Section®s
Reference Article to automatically place the
reference in the Reference Article. Also use the
Reference Wizard®"s Check Reference feature to update
the issue dates.

References not used in the text will automatically

Page 2



cfitzsim

Callout

Directed by SI-CCCB to remove this paragraph throughout all the Guide Specifications.





Basic Section Template

be deleted from this section of the project
specification when you choose to reconcile
references in the publish print process.

The publications listed below form a part of this specification to the
extent referenced. The publications are referred to within the text by the
basic designation only.

NOTE: Delete the following reference example. Use
the Reference Wizard to insert the appropriate
References required for this Section.

NAME (ACRONYM)

IDENTIFIER (Date) Title

1.3 UNIT PRICES

NOTE: Measurement and payment requirements will be
specified for work subject to extreme variation in
estimated quantity when unit price bidding is
required. This paragraph is not used for guide
specifications covering building components or for
other construction features when quantities can be
reasonably calculated from information included in
the contract.

KA A AA A A A A A AR A A A AR AR A A A A A AR A A AR A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA LA KA X

TEMPLATE INSTRUCTION: Refer to UFC 1-300-02 SECTION
FORMAT TEMPLATE, Appendix A for the intended content
of the recommended paragraph.

Specification subparagraph text.

1.4  SYSTEM DESCRIPTION

NOTE: This paragraph will be limited to statements
describing performance or design requirements and
tolerances of a complete system. Descriptions should
be limited to composite and operational properties
to the extent necessary to link multiple components
of a system together, and to interface with other
systems.

Specification subparagraph text.

1.4.1 Design Requirements

Page 3





Basic Section Template

KA A AKA A A A A A AR A A A A A AR A A A AR AR A AAA A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA A AAAAX

NOTE: Design requirements may include criteria for
structural, thermal, acoustical, or other
properties. Tolerances should be stated here only as
they apply to the performance of the complete
system. Tolerances of fabrication and installation
should be included in their respective paragraphs
under Part 1.

Specification subparagraph text.

1.4.2 Performance Requirements

A A A A A A A A A A A A A A A A A A A A A A A A A A A A A AT AA A AAA A AAAAAAAAAAAAAAAAA AR AR XA AdhX

NOTE: Performance requirements may include criteria
for structural, thermal, acoustical, or other
properties. Tolerances should be stated here only as
they apply to the performance of the complete
system. Tolerances of fabrication and installation
should be included in their respective paragraphs
under Part 2.

Specification subparagraph text.
1.5 SUBMITTALS

Government approval is required for submittals with a "G" designation;
submittals not having a "'G" designation are for [Contractor Quality Control
approval _J[information only. When used, a designation following the "G"
designation identifies the office that will review the submittal for the
Government.] Submit the following in accordance with Section 01 33 00
SUBMITTAL PROCEDURES:

EaR R R R R R e R R e R e R e

NOTE: The submittal description (SD) numbers and
names, assigned by the SPECSINTACT Configuration,
Control and Coordinating Board, relate to the
terminology of the technical sections and should not
be changed.

Review SD definitions in Section 01 33 00 SUBMITTAL
PROCEDURES and edit the following list to reflect
only the submittals required for the project.
Submittals should be kept to the minimum required
for adequate quality control.

A “G” following a submittal item indicates that the
submittal requires Government approval. Some
submittals are already marked with a “G”. Only
delete an existing “G” if the submittal item is not
complex and can be reviewed through the Contractor’s
Quality Control system. Only add a “G” if the
submittal is sufficiently important or complex in
context of the project.

For submittals requiring Government approval on Army

Page 4





Basic Section Template

projects, a code of up to three characters within
the submittal tags may be used following the "G"
designation to indicate the approving authority.
Codes for Army projects using the Resident
Management System (RMS) are: "AE"™ for
Architect-Engineer; "DO" for District Office
(Engineering Division or other organization in the
District Office); "AO" for Area Office; "RO" for
Resident Office; and "PO" for Project Office. Codes
following the "G" typically are not used for Navy,
Air Force, and NASA projects.

Choose the bracketed Government approval only when
needed. Choose the bracketed approving authority
codes for Army projects only when needed.

Submittal requirements are organized using the
following eleven classifications:

A A A A A A A A A A A A A A A A A A A A A A AT A A A A A A AT AA A AAAAAAAAAAAAAAAAAAAAAAAA AR AR AAA AR AXhX

TEMPLATE INSTRUCTION: Submittal requirements are
organized using the eleven classifications found in
UFGS 01 33 00 SUBMITTAL PROCEDURES. The submittal
description (SD) numbers and names, assigned by the
SPECSINTACT Configuration, Control and Coordinating
Board, relate to the terminology of the technical
sections and should not be changed.

[ SD-01 Preconstruction Submittals

Certificates of insurance[; G][; G, [ )] [P —
Surety bonds[; G][; G, | 11

List of proposed subcontractors[; G][; G, | 11

List of proposed products[; G][; G, [ 11

Construction Progress Schedule[; G][; G, | 11

Schedule of prices[; G][; G, | 11

Corrected all
formatting for the
Submittal Items
Classification and
Reviewer to match the
standard/approved
format.

Only left Brackets
around the Submittal
Descriptions.

Health and safety plan[; G][; G, [ 11

Work plan[; GI[; G, I 11

Quality control plan[; GJI[; G, [ 11
Environmental protection plan[; GI[; G, [ 11

1L SD-02 Shop Drawings

EEAEXEKAAKAAA KA AXA A AKX A AKX A AKX AAXAAAXAAXAAAXAAAXA A AXA A AXA A AKX A AKX AAXAAAXAAXAXAAXAXAAXA XA AKX XA XA XA X)Ad*x

NOTE: Drawings, diagrams and schedules specifically
prepared to illustrate some portion of the work.

Page 5




cfitzsim
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Basic Section Template

Diagrams and instructions from a manufacturer or
fabricator for use in producing the product and as
aids to the Contractor for integrating the product
or system into the project.

Drawings prepared by or for the Contractor to show

how multiple systems and interdisciplinary work will

be coordinated.
AAEEAAAAAAAAA A AT A A A AAAAAAAA A A AIAAAAAAAAAAAAITAITAAAAAAAAAAAAIAAIAAAAAAAAAIA XA XAI AR KK

Shop Drawings[; GII; G, [ 11

1L SD-03 Product Data

NOTE: Catalog cuts, illustrations, schedules,
diagrams, performance charts, instructions and
brochures illustrating size, physical appearance and
other characteristics of materials or equipment for
some portion of the work.

Samples of warranty language when the contract
requires extended product warranties.

AEEAAAAAA A AR A A AR A AR A A AR A AR A AAA A AR A AAA A AR A AAA A AR AAAAAAAAAAAAAAAAAAAAXAAAAAAX

Product Data[; GI[; G, [ 11
1L SD-04 Samples

NOTE: Physical examples of materials, equipment or
workmanship that illustrate functional and aesthetic
characteristics of a material or product and

establish standards by which the work can be judged.

Color samples from the manufacturer®s standard line
(or custom color samples if specified) to be used in
selecting or approving colors for the project.

Field samples and mock-ups constructed on the
project site establish standards by which the
ensuring work can be judged. Includes assemblies or
portions of assemblies which are to be incorporated
into the project and those which will be removed at
conclusion of the work.

Samples[; GI1[; G, [ 11
1L SD-05 Design Data

EAEAEEAAXAEAAXITEAAXA A AKX A XA A AKX AAXAAA A AXTAAXAAXA A AXA A AKX A AKX A AKX AAXAAAXAAXAXAAXAXAAXAXAAXAXAAXAXAX)hA*d*x

NOTE: Calculations, mix designs, analyses or other
data pertaining to a part of work.

Design Data[; GI[: G, [ 11
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1L SD-06 Test Reports

EEAEXEAAAEAAXEAAXA A AXA A AKX A AKX AAXAAAXAAXT XA AXA A XXX XA A AKX A AKX AAXAAAXAAAXAAAXAAXAXAAXAXA AL XA XA XA X)hAid*x

NOTE: Report signed by authorized official of
testing laboratory that a material, product or
system identical to the material, product or system
to be provided has been tested in accord with
specified requirements. (Testing must have been
within three years of date of contract award for the
project.)

Report which includes findings of a test required to
be performed by the Contractor on an actual portion
of the work or prototype prepared for the project
before shipment to job site.

Report which includes finding of a test made at the
job site or on sample taken from the job site, on
portion of work during or after installation.

Test Reports[; GI1[; G, [ 11
Investigation reports[; GI[; G, [ 11
Daily checklists[; GI[; G, [ 11

Final acceptance test and operational test procedure[; G][; G,

L 11

1L SD-07 Certificates

NOTE: Statements signed by responsible officials of
manufacturer of product, system or material
attesting that product, system or material meets
specification requirements. Must be dated after
award of project contract and clearly name the
project.

Document required of Contractor, or of a supplier,
installer or subcontractor through Contractor, the
purpose of which is to further quality of orderly
progression of a portion of the work by documenting
procedures, acceptability of methods or personnel
qualifications.

AEAAKXAAAA A AR A A A AR AR A A A A A AR A AAA A AR A AAA A AR A AAAAARAAAAAAAXAAAAAAAXAAAAAAAXAAAAAAX

Confined space entry permits[; G][; G, | 11

1L SD-08 Manufacturer®s Instructions

NOTE: Preprinted material describing installation
of a product, system or material, including special
notices and Material Safety Data sheets concerning
impedances, hazards and safety precautions.
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AEAAAKXAAAA A AR A A AR A AR A A A A A AR A AAA A AR A AAA A AR A AAAAARAAAAAAAAAAAAAAAAAAAAAXAAAAAAX

Material Safety Data[; G][; G, | 11

1L SD-09 Manufacturer®s Field Reports

NOTE: Documentation of the testing and verification
actions taken by manufacturer®s representative to
confirm compliance with manufacturer®s standards or
instructions.

EEAEEAAXAEAAXI KA AXA KA XA A AA A AKX AAXAAAAAXTAAXAA XXX AXA A AKX A AKX AAXAAAXAAAXAAXAXAAXAXAAXAXAAXAXAAXA XXX )hAh*d*

Factory test reports[; G][; G, | 11

1L SD-10 Operation and Maintenance Data

NOTE: Data that is furnished by the manufacturer,
or the system provider, to the equipment operating
and maintenance personnel. This data is needed by
operating and maintenance personnel for the safe and
efficient operation, maintenance and repair of the
item.

AEAAKX A A AA A AR A A A A A AR A A A A A AR A AAA A AR A AAA A AR A AAAAARAAAAAAAAAAAAAAAAAAAAAXAAAAAAX

Maintenance Manuals[; G][; G, | 11

1L SD-11 Closeout Submittals

NOTE: Documentation to record compliance with
technical or administrative requirements or to
establish an administrative mechanism.

EEAEEAAXAEAAXA KA AKX A AXA A AKX A AKX AAXAAA XA AXTAAXAAAXAXAAXAAAXA A AKX AAXAAAXAAAXAAXAXAAXAXAAXT XA AL XA XAXAX)Ai*d*x

As-built Drawings[; Gl[; G, | 11
J11.6  QUALITY ASSURANCE
Specification paragraph text.

1.6.1 Qualifications

KA A AA A A A A A AR A A A A A AR A A A AR AR A A AR A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA LA ALK

NOTE: This paragraph includes statements of
qualifications for contractor designers,
manufacturers, fabricators, welders, installers, and
applicators of products and completed work.

A A A A A A A A A A A A A A A A A A A A A A A A A A A A A AT AL A AAAAAAAAAAAAAAAAAAAAAAAA AR AR AR AAAdhX

Specification subparagraph text.

1.6.2 Regulatory Requirements

NOTE: This paragraph includes obligations for

Page 8





Basic Section Template

compliance with specific code requirements for
contractor-designed items such as wood trusses,
labeling such as Underwriters Laboratory, Inc., and
requirements of public authorities such as state
highway departments.

Specification subparagraph text.

1.6.3 Pre-Installation Conference

NOTE: This paragraph can be used to specify
conferences to coordinate the work or to sequence
related work for sensitive and complex items.

KA A AA A A A A A AR A A A A A AR A A A A A AR A A AR A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA A AAAAX

Specification subparagraph text.

1.7 DELIVERY, STORAGE, AND HANDLING

NOTE: This paragraph includes the necessary
requirements on packing and shipping, acceptance at
site, and storage and protection.

Specification subparagraph text.
1.8 [PROJECT][SITE] CONDITIONS
Specification subparagraph text.

1.8.1 Environmental Requirements

KA A AR A A A A A AR A A A A A AR A A A AR AR A A AR A AR A AAA A AR A AAA A AR A AAAAARAAAAAAAXAAAAAAAXA LA AR X

NOTE: This paragraph establishes any physical or
environmental limitations or criteria. Such
conditions might include temperature, weather,
humidity, ventilation, and illumination required for
proper installation or application.

KA A AA A A A AR AR A A A A A AR A A A A A AR A AAA A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA A AAAAX

Specification subparagraph text.

1.8.2 Existing Conditions

NOTE: This paragraph includes statements or
references to documents where information may be
found pertaining to such items as existing
structures or geophysical reports.

Specification subparagraph text.

1.9 SEQUENCING AND SCHEDULING
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KA A AKA A A A A A AR A A A A A AR A A A AR AR A AAA A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA A AAAAX

NOTE: This paragraph includes any special
sequencing and scheduling required.

Specification subparagraph text.

1.10  WARRANTY

KA A AA A A A AR AR A A A A A AR A A A AR AR A A AR A AR A AAA A AR A AAA A AR AAAAAARAAAAAAAXAAAAAAAXA A AA ALK

NOTE: This paragraph describes special or extended
(more than one year) warranty or bond covering the
conformance and performance of the work of the
section. A thorough understanding of warranties is
necessary to develop this paragraph.

KA A AA A A A A A AR A A A A A AR A A A A A AR A A AR A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA A AAAAX

Specification subparagraph text.
1.11  MAINTENANCE
Specification subparagraph text.

1.11.1 Extra Materials

NOTE: This paragraph covers items to be furnished
to the Government by the Contractor for future
maintenance and repair. ltems that might be
difficult to obtain because of color or pattern
match, or spare parts needed to ensure continued
operation of critical equipment should be included.
Specifications should identify the items, state the
quantities required, and indicate to whom, when, and
where items are to be delivered.

Specification subparagraph text.

1.11.2 Maintenance Service

KA A AA A A A AR AR A A A A A AR A A A A A AR A AAA A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA A AAAAX

NOTE: This paragraph covers provisions for
maintenance service as applicable to critical
systems, equipment, and landscaping.

Specification subparagraph text.
PART 2  PRODUCTS

2.1 MATERIALS

xxxxxx

NOTE: This paragraph describes the material to be
furnished. Materials specified here are generally
those that are independently incorporated into the
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work under PART 3 EXECUTION. The name used for the
material must be consistently used throughout the
guide specification. This paragraph is usually
omitted when the materials can be included with the
description of a particular manufactured unit,
equipment, component, or accessory.

KA A AR A A A A A AR A A A A A AR A A A A A AR A A AR A AR A AAA A AR A AAAAARAAAAAAARAAAAAAAXAAAAAAAXA LA KA X

Specification subparagraph text.

2.1.1 Material Option

Following is an example of a formatted Table. <——Upon the release of SI v4.3.0.821

to include Formatted Tables was
directed by the SI-CCCB to replace

TABLE 1.

AGGREGATE GRADATION the old Table Format with the New
Formatted Table.

USE

Gradation "A"

NMCI Users do not have a version

Base Course

100 of SpecsIntact that supports
Formatted Tables. (SI v4.2.0.785)

Surface Course

70 - 100

Should we revert back to the old

2.1.2 Item Requiring Submittal

Tables until the UFGS Master
incorporates Formatted Tables?

TEMPLATE
submittal

INSTRUCTION: An item tagged as requiring a
in the submittal paragraph must also be
tagged in a subsequent paragraph or paragraphs that
describe the requirements for the item, otherwise
the paragraph number for that item will not print on
the submittal register. If the name of the item is
also the title of the paragraph, it is preferable to
tag the paragraph title, otherwise it is permissible
to tag the name of the item in the paragraph text.

KA A AA A A A A A AR A A A A A AR A A AR A AR A AAA A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA A AAAAX

Specification subparagraph text.

2.1.3 2nd Level Paragraph

Specification subparagraph text.

2.1.3.1 3rd Level Subparagraph

TEMPLATE

numbered.

INSTRUCTION: The subparagraphs below the
3rd level subparagraph within ITM tags will not be
numbered by Specslintact and must be manually
Also,these subparagraphs will not appear
in the table of contents generated through
Specslintact.

KA A AR A A A A A AR A A A A A AR A A A AR AR A A AR A AR A AAA A AR A AAA A AR AAAAAARAAAAAAAXAAAAAAAXA A AA ALK

Specification subparagraph text.
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12.2

Basic Section Template

This Format does not match
Item %the UFC 1-300-02 Format
Standard.
Item
(1) I1tem
(2) Item
(d) Itenm
(b) Item
1. Item
2. Item

MANUFACTURED UNITS

NOTE: This paragraph provides statements describing
a complete manufactured unit, usually a standard
catalog item. Statements may include descriptive
requirements for the materials, specific
fabrication, finishes, and function. Separate
paragraphs for each different item should be used
when appropriate. The name used for the manufactured
unit must be consistent throughout the guide
specification.

Specification subparagraph text.

2.3

EQUIPMENT

NOTE: This paragraph provides statements describing
the function, operation, and other specific
requirements of equipment to be installed in the
work. Separate paragraphs for each different item
should be used when appropriate.

Specification subparagraph text.

2.4

COMPONENTS

NOTE: This paragraph provides statements describing
the specific components of a system, manufactured
unit, or type of equipment to be installed in the
work. Separate paragraphs for each different item
should be used when appropriate.

Specification subparagraph text.

2.5

ACCESSORIES
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Basic Section Template

KA A AKA A A A A A AR A A A A A AR A A A AR AR A AAA A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA A AAAAX

NOTE: This paragraph provides requirements for
subordinate or secondary items which aid and assist
primary products specified above or are necessary
for preparation or installation of those items. This
paragraph should not include basic options available
for manufactured units and equipment.

xxxxxx

Specification subparagraph text.

2.6  MIXES

NOTE: This paragraph provides proportions and
procedures for mixing materials. Mixing is the
preparation of materials for use and is considered
to be part of the manufacturing process even when
this work is done onsite. This paragraph is required
for products such as asphaltic concrete, portland
cement, concrete, mortar, and plaster

KA A AR A A A AR AR A A A A A AR A A A AR AR A A AR A AR A AAA A AR A AAA A AR A AAAAARAAAAAAAXAAAAAAAXA A AAAAX

Specification subparagraph text.

2.7 FABRICATION

NOTE: This paragraph describes items that must be
shop manufactured, fabricated, or assembled before
they are delivered to the site.

xxxxxxx

Specification subparagraph text.

2.7.1 Shop Assembly

NOTE: Fabrication may include trial or permanent
assembly of equipment and components away from the
construction site.

xxxxxx

Specification subparagraph text.

2.7.2 Shop and Factory Finishing

NOTE: Any shop or factory finishing would normally
be specified here.

xxxxxx

Specification subparagraph text.

2.7.3 Tolerances
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NOTE: Allowable variations from specified
requirements would normally be specified here.

Specification subparagraph text.

2.8  TESTS, INSPECTIONS, AND VERIFICATIONS

NOTE: |If tests, inspections, or verifications of
products are required at the source, i.e., plant,
mill, factory, or shop, they should be specified

here.

Specification subparagraph text.
PART 3  EXECUTION

3.1 EXAMINATION

NOTE: This paragraph specifies the act of
physically determining that conditions are
acceptable to receive the primary products of the
section. Requirements for verifying suitability of
conditions for installation can be specified here.
Verifying the absence of defects or errors that
woulld cause defective installation or application of
products, or cause latent defects in workmanship and
function, can be specified here.

KA A AA A A A A A AR A A A AR AR A A A A A AR A A AR A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA LA KA X

Specification subparagraph text.

3.2 PREPARATION

NOTE: This paragraph covers actions required to
physically prepare the surface, area, or site to
incorporate the primary products of the section.

Specification subparagraph text.

3.2.1 Protection

NOTE: This paragraph specifies requirements for
protecting the surrounding areas and surfaces.

Specification subparagraph text.

3.2.2 Surface Preparation
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NOTE: This paragraph describes preparatory work
required prior to installation, application, or
erection of primary products.

Specification subparagraph text.

3.3 ERECTION

KA A AA A A A AR AR A A A A A AR A A A AR AR A A AR A AR A AAA A AR A AAA A AR AAAAAARAAAAAAAXAAAAAAAXA A AA ALK

NOTE: This paragraph covers actions required to
accomplish a specified unit of work in the section,
and may include requirements necessary for
installation of products furnished under other
sections. If products are to be installed according
to manufacturer®s instructions, then the
manufacturer®s instructions should be a required
submittal as evidence of those requirements.
Separate paragraphs for each different item, as
appropriate, may be used. The names of the products
or the type of work may be incorporated into the
paragraph titles, in which case the wording should
reflect the generic product or terminology used
throughout the contract documents.

Specification subparagraph text.

3.4 INSTALLATION

KA A AA A A A A A AR A A A AR AR A A A A A AR A A AR A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA LA KA X

NOTE: This paragraph may be used when more
appropriate than paragraph ERECTION.

Specification subparagraph text.

3.5  APPLICATION

KA A AA A A A A A AR A A A A A AR A A A AR AR A A AR A AR A AAA A AR A AAA A AR A AAAAARAAAAAAAXAAAAAAAXA LA A AKX

NOTE: This paragraph may be used when more
appropriate than paragraph ERECTION.

Specification subparagraph text.

3.5.1 Special Techniques

KA A AA A A A AR AR A A A A A AR A A A AR AR A A AR A AR A AAA A AR A AAA A AR A AAAAARAAAAAAAXAAAAAAAXA LA ALK

NOTE: This paragraph describes special procedures
for incorporating products. These procedures may
include spacings, patterns, or unique treatments.
The wording of the paragraph title should reflect
the subject matter

KA A AA A A A A A AR A A A A A AR A A AR A AR A AAA A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA A AAAAX

Specification subparagraph text.
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3.5.2 Interface with Other Products

NOTE: This paragraph provides descriptions specific
to compatibility and transition to other materials.
This may include incorporating accessories,
anchorage, and any special separation or bonding.

KA A AR A A A AR AR A A A A A AR A A A A A AR A AAA A AR A AAA A AR A AAA A AR A AAAAARAAAAAAAXAAAAAAAXA A AA ALK

Specification subparagraph text.

3.5.3 Tolerances

NOTE: This paragraph covers allowable variations in
application thickness or from indicated locations.

KA A AA A A A A A AR A A A A A AR A A A A A AR A A AR A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA A AAAAX

Specification subparagraph text.
3.6  FIELD QUALITY CONTROL
Specification subparagraph text.

3.6.1 Tests

NOTE: This paragraph defines the tests required for
installed or completed work. These tests are
different and separate from those required for
materials and products prior to installation or
application.

Specification subparagraph text.

3.6.2 Inspections

NOTE: This paragraph defines the inspections
required for installed or completed work. These
inspections are different and separate from those
required for materials and products prior to
installation or application.

Specification subparagraph text.

3.6.3 Manufacturer®s Field Services

NOTE: This paragraph covers specific requirements
when manufacturers are to provide field quality
control with onsite personnel for instruction or
supervision of the installation or application of
their products, or for startup or demonstration.
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Specification subparagraph text.

3.7  ADJUSTING AND CLEANING

NOTE: This paragraph provides final actions to
prepare installed equipment or other completed work
to properly function or perform.

KA A AA A A A A A AR A A A A A AR A A AR A AR A A AR A AR A AAA A AR A AAA A AR A AAAAARAAAAAAAXAAAAAAAXA LA ALK

Specification subparagraph text.

3.8 DEMONSTRATION

NOTE: This paragraph covers requirements of the
installer or manufacturer to demonstrate the
operation and maintenance of equipment to the
owner*s personnel.

Specification subparagraph text.

3.9 PROTECTION

NOTE: This paragraph includes provisions for
protecting installed work prior to acceptance of the
project. Protection of surrounding areas and
surfaces during application or installation is
included in paragraph PREPARATION. Only statements
unique to the particular section should be included.

KA A AR A A A A A AR A A A AR AR A A A AR AR A A AR A AR A AAA A AR A AAA A AR A AAAAARAAAAAAAXAAAAAAAXA LA AN X

Specification subparagraph text.

3.10  SCHEDULES

NOTE: This paragraph includes schedules that
indicate where to put what or provides other
coordinating data. Schedules are sometimes placed
here in the specification section rather than on the
drawings. (Only the format for a schedule would
normally be included in a UFGS.)

Specification subparagraph text.

-- End of Section --
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FOR ADVANCED USERS

Left all Brackets, made
minor changes.

UFC-1-300-02 FORMAT STANDARD for <

/ AFCESA / NASA UFGS [00 00 00.00 001 ([mmmm yyyy])
/ity: NAVFAC [Superseding
UFGS [ 1 DI

UNIFIED FACILITIES GUIDE SPECIFICATIONS

[References are in agreement with UMRL dated

Link to the UFC
1-300-02 Format
Standard not approved.

EEAEEAAXAEAAXI KA AXA KA XA A AA A AKX AAXAAAAAXTAAXAA XXX AXA A AKX A AKX AAXAAAXAAAXAAXAXAAXAXAAXAXAAXAXAAXA XXX )hAh*d*

SECTION 00 00 00.00 00

[SECTION TITLE - MAXIMUM 64 CHARACTERS]
MMZYY

KA A AA A A A A A AR A A A A A AR A A A A A AR A A AR A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA A AAAAX

TEMPLATE INSTRUCTION: THIS AND OTHER TEMPLATE
INSTRUCTIONS PERTAIN TO USE OF THIS TEMPLATE. DO
NOT INCLUDE THESE IN A SPECIFICATION. Deselect the
Template Instr tailoring option tag before release
the Master or publishing the Job.

This template is for use as an aid in the
development of a new UFGS master section and
reflects paragraph titles and sequence detailed iIn
the UFC 1-300-02 FORMAT STANDARD. Delete paragraphs
that are not applicable to the new specification
section and add additional paragraphs as necessary.
Also, paragraph titles may be adjusted to better fit
the subject matter.

Highlighted text indicates variables in standard
notes and standard text. Use appropriate text
without highlights in the new specifications
section. Hislighting is removed by deleting the
tags.

There are three standard notes used in UFGS: 1. The
general note following this note; 2. The note
following the title of the REFERENCES paragraph;

and 3. the note following the title of the
SUBMITTALS paragraph. When notes to the designer
are necessary, they are placed between the title and
the text.

There are two standard text notes used in UFGS: 1.
The text in the REFERENCES paragraph preceeding the
listing of references; and 2. the text in the
SUBMITTALS paragraph preceeding the listing of
submittals required.

Text in paragraphs other than the standard notes and
standard text are for information of the template
user.
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Bracketed Section Template

In order to maintain the proper tagging structure,
it is suggested that this template be used with the
tags turned on, then replace template text with text
of the new section.

A A A A A A A A A A A A A A A A A A A A A A A A A A A A A AT AA A AAA A AA A AAAAAAAAAAAAAAAAA AL AR AR AdhX

AEAEXAXAAAAAAAAAAXAAAXAAAAXAAAXAAAAXAAAXAAAAXAAAXAAAKX

PART 1

1.1

NOTE: This guide specification covers the
requirements for [scope].-

Edit this guide specification for project specific
requirements by adding, deleting, or revising text.
For bracketed items, choose applicable items(s) or
insert appropriate information.

Remove information and requirements not required in
respective project, whether or not brackets are
present.

Comments, suggestions and recommended changes for
this guide specification are welcome and should be
as a Criteria Change Request (CCR).

fortH—H-F——"FF—1-113and-

- : - 1) A ]

GENERAL

DEFINITIONS

<

Directed by SI-CCCB to
remove this paragraph
throughout all the
Guide Specifications.

AEAIAAXAAAAAAXAAAAAAAXAAN

Only use this paragraph to define terms used in the specification section
that are not defined by a commercial or Government standard and to provide
a common interpretation of a term for contractual purposes.

1.2

REFERENCES

EEAEEKAAKAAAKAAXA A AXA A AA A AKX AAXAAAXAAXTXAAXTAAXAAAXAAAXA A AKX A AKX AAXAAAXAAXAXAAXAXAAXA XA AL XA XA XA X)hA*d*x

NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
this paragraph by organization, designation, date,
and title.

Use the Reference Wizard®"s Check Reference feature
when you add a RID outside of the Section®s
Reference Article to automatically place the
reference in the Reference Article. Also use the

Reference Wizard®"s Check Reference feature to update

the issue dates.

References not used in the text will automatically
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Bracketed Section Template

be deleted from this section of the project
specification when you choose to reconcile
references in the publish print process.

The publications listed below form a part of this specification to the
extent referenced. The publications are referred to within the text by the
basic designation only.

EEAEEAAAKAAA KA AKX A AXA A AKX A AKX AAXAAA A AXTXAAXTAAXA A AKX A AKX A AKX A AKX AAXAAAXAAXAXAAXAXAAXA XA AL XA XA XA X)hA*d*

NOTE: Delete the following reference example.

[ NAME (ACRONYM)

IDENTIFIER (Date) Title

1
[1.3 UNIT PRICES

NOTE: Measurement and payment requirements will be
specified for work subject to extreme variation in
estimated quantity when unit price bidding is
required. This paragraph is not used for guide
specifications covering building components or for
other construction features when quantities can be
reasonably calculated from information included in
the contract.

AAEA A A A A A A A AAAAAAAXAAAAAAAAAAAAAXAAXAAAAAAAAAAAXAAXAAAAAAXAAAAAAAXAAXAAXAAXAAXAAAAXAXX
TEMPLATE INSTRUCTION: Refer to UFC 1-300-02 SECTION
FORMAT TEMPLATE, Appendix A for the intended content
of the recommended paragraph.

[Specification subparagraph text.]

J[1.4  SYSTEM DESCRIPTION

NOTE: This paragraph will be limited to statements
describing performance or design requirements and
tolerances of a complete system. Descriptions should
be limited to composite and operational properties
to the extent necessary to link multiple components
of a system together, and to interface with other
systems.

[Specification subparagraph text.]

[1.4.1 Design Requirements

KA A AR A A A A A AR A A A AR AR A A A AR AR A AR A A AR A AAA A AR A AAA A AR AAAAAARAAAAAAAXAAAAAAAXA LA AAX

NOTE: Design requirements may include criteria for
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structural, thermal, acoustical, or other
properties. Tolerances should be stated here only as
they apply to the performance of the complete
system. Tolerances of fabrication and installation
should be included in their respective paragraphs
under Part 1.

KA A AR A A A A A AR A A A A A AR A A A A A AR A A AR A AR A AAA A AR A AAAAARAAAAAAARAAAAAAAXAAAAAAAXA LA KA X

[Specification subparagraph text.]

1[1-4.2 Performance Requirements

NOTE: Performance requirements may include criteria
for structural, thermal, acoustical, or other
properties. Tolerances should be stated here only as
they apply to the performance of the complete
system. Tolerances of fabrication and installation
should be included in their respective paragraphs
under Part 2.

A A A A A A A A A A A A A A A A A A A A A A AT A A A A A A AT AA A AAAAAAAAAAAAAAAAAAAAAAAA AR AR AAA AR AXhX

[Specification subparagraph text.]
J[1.5 SUBMITTALS

Government approval is required for submittals with a "G designation;
submittals not having a "'G" designation are for [Contractor Quality Control
approval .][information only. When used, a designation following the "'G"
designation identifies the office that will review the submittal for the
Government.] Submit the following in accordance with Section 01 33 00
SUBMITTAL PROCEDURES:

EEAEXEAAAEAAXA KA AXA A AXA A AKX A AKX AAXAAAXAAXTXAAXTAAXAEAAXA A AXA A AKX A AKX AAXAAAXAAXAXAAXAXAAXA XA AL XA XAXAX)hid*x

NOTE: The submittal description (SD) numbers and
names, assignhed by the SPECSINTACT Configuration,
Control and Coordinating Board, relate to the
terminology of the technical sections and should not
be changed.

Review SD definitions in Section 01 33 00 SUBMITTAL
PROCEDURES and edit the following list to reflect
only the submittals required for the project.
Submittals should be kept to the minimum required
for adequate quality control.

A “G” following a submittal item indicates that the
submittal requires Government approval. Some
submittals are already marked with a “G”. Only
delete an existing “G” if the submittal item is not
complex and can be reviewed through the Contractor’s
Quality Control system. Only add a “G” if the
submittal is sufficiently important or complex in
context of the project.

For submittals requiring Government approval on Army

projects, a code of up to three characters within
the submittal tags may be used following the "'G"
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designation to indicate the approving authority.
Codes for Army projects using the Resident
Management System (RMS) are: ™"AE"™ for
Architect-Engineer; "DO" for District Office
(Engineering Division or other organization in the
District Office); "A0" for Area Office; '"RO" for
Resident Office; and "PO" for Project Office. Codes
following the "G typically are not used for Navy,
Air Force, and NASA projects.

Choose the bracketed Government approval only when
needed. Choose the bracketed approving authority
codes for Army projects only when needed.

Submittal requirements are organized using the
following eleven classifications:

EEAEEAAAEAAXA KA AXA A AXA A AA A AKX AAXAAAXAAXAAAXA A XXX AXA A AXA A AKX A AKX AAXAAAXAAXAXAAXAXAAXAXA AL XA XA XA X)hAh*d*

TEMPLATE INSTRUCTION: Submittal requirements are
organized using the eleven classifications found in
UFGS 01 33 00 SUBMITTAL PROCEDURES. The submittal
description (SD) numbers and names, assigned by the
SPECSINTACT Configuration, Control and Coordinating
Board, relate to the terminology of the technical
sections and should not be changed.

A A A A A A A A A A A A A A A A A A A A A A A A A A A A A A AA A AAAAAAAAAAAAAAAAAAAAA AR AR AR AAA AR AAhX

L

L

1L
1L
1L
1L
1L
1L
1L
1L
1L

11L

SD-01 Preconstruction Submittals

Certificates of insurance[; G][; G, | ][] <——
Surety bonds[; G]1[; G, | 111

List of proposed subcontractors[; G][; G, | 11

List of proposed products[; G][; G, | 11

Construction Progress Schedule[; G][; G, | 11

Corrected all formatting
for the Submittal Items
Classification and
Reviewer to match the
standard/approved
format.

Only left Brackets around
the Submittal
Descriptions.

Schedule of prices[; GI[; G, [ 11

Health and safety plan[; GI[; G, [ 11

Work plan[; G1[; G, | 11

Quality control plan[; GI[; G, [ 11
Environmental protection plan[; GI[; G, [ 11

SD-02 Shop Drawings

AEAEAA A A AA A AR A A A A A AR A A AA A AR A AAA A AR A AAA A AR A AAA A AR AAAAAAXAAAAAAAXAAAAAAAXAAAAAAX

NOTE: Drawings, diagrams and schedules specifically
prepared to illustrate some portion of the work.

Diagrams and instructions from a manufacturer or
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Bracketed Section Template

fabricator for use in producing the product and as
aids to the Contractor for integrating the product
or system into the project.

Drawings prepared by or for the Contractor to show
how multiple systems and interdisciplinary work will
be coordinated.

AEAAKXAAAA A AR A A AA A AR A A A AR AR A AAA A AR A AAA A AR A AAA A AR A AAAAAXAAAAAAAAAAAAAAXAAAAAAX

L [Shop Drawings][; GI[; G, L 1
J1[  SD-03 Product Data

NOTE: Catalog cuts, illustrations, schedules,
diagrams, performance charts, instructions and
brochures illustrating size, physical appearance and
other characteristics of materials or equipment for
some portion of the work.

Samples of warranty language when the contract
requires extended product warranties.

[ [Product Data][; GI[; G, I 11
11 SD-04 Samples

EEAEXEAAAKAAXA KA AXA A AXA A AA A AKX AAXAAAXAAXAAAXAAAXA XXX A AXA A AKX A AKX AAXAAAXAAXAXAAXAXAAXAXA AL XA XA XA X)hid*x

NOTE: Physical examples of materials, equipment or
workmanship that illustrate functional and aesthetic
characteristics of a material or product and

establish standards by which the work can be judged.

Color samples from the manufacturer®s standard line
(or custom color samples if specified) to be used in
selecting or approving colors for the project.

Field samples and mock-ups constructed on the
project site establish standards by which the
ensuring work can be judged. Includes assemblies or
portions of assemblies which are to be incorporated
into the project and those which will be removed at
conclusion of the work.

L [Samples][; GIL; G, I 1
J1[ SD-05 Design Data

EEAEEAAXAKAAA KA AXA A AXA A AKX A AKX AAXAAAXAAXT A AXAA XXX AKX A AXA A AKX A AKX AAXAAAXAAXAXAAXAXAAXA XA AKX XA XAXAX)hAi*d*x

NOTE: Calculations, mix designs, analyses or other
data pertaining to a part of work.

[ [Design Data][; GI1[; G, [ 1]
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J1[ SD-06 Test Reports

EEAEXEAAAEAAXEAAXA A AXA A AKX A AKX AAXAAAXAAXT XA AXA A XXX XA A AKX A AKX AAXAAAXAAAXAAAXAAXAXAAXAXA AL XA XA XA X)hAid*x

NOTE: Report signed by authorized official of
testing laboratory that a material, product or
system identical to the material, product or system
to be provided has been tested in accord with
specified requirements. (Testing must have been
within three years of date of contract award for the
project.)

Report which includes findings of a test required to
be performed by the Contractor on an actual portion
of the work or prototype prepared for the project
before shipment to job site.

Report which includes finding of a test made at the
job site or on sample taken from the job site, on
portion of work during or after installation.

L [Test Reports][; GI[; G, [ 1]

1L [Investigation reports][; GI1[; G, [ 11

1L [Daily checklists][; GI1[; G, [ 1]

1L [Final acceptance test and operational test procedure][; G][; G,
L 11

1110 SD-07 Certificates

NOTE: Statements signed by responsible officials of
manufacturer of product, system or material
attesting that product, system or material meets
specification requirements. Must be dated after
award of project contract and clearly name the
project.

Document required of Contractor, or of a supplier,
installer or subcontractor through Contractor, the
purpose of which is to further quality of orderly
progression of a portion of the work by documenting
procedures, acceptability of methods or personnel
qualifications.

AEAAKXAAAA A AR A A A AR AR A A A A A AR A AAA A AR A AAA A AR A AAAAARAAAAAAAXAAAAAAAXAAAAAAAXAAAAAAX

[ [Confined space entry permits][; G][; G, | 11

11 SD-08 Manufacturer®s Instructions

NOTE: Preprinted material describing installation
of a product, system or material, including special
notices and Material Safety Data sheets concerning
impedances, hazards and safety precautions.
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AEAAAKXAAAA A AR A A AR A AR A A A A A AR A AAA A AR A AAA A AR A AAAAARAAAAAAAAAAAAAAAAAAAAAXAAAAAAX

[ [Material Safety Data][; Gl[; G, I 11

11 SD-09 Manufacturer®"s Field Reports

NOTE: Documentation of the testing and verification
actions taken by manufacturer®s representative to
confirm compliance with manufacturer®s standards or

instructions.
A AR A A AR AR A A AR AR A AR A A AR A A AR AR A A AR AR A AR A A AR A AR A AR AAAA AR AR A A A AR AR A AR A AL AR XXX

[ [Factory test reports][; G][; G, | 11

11 SD-10 Operation and Maintenance Data

*hXkxk

NOTE: Data that is furnished by the manufacturer,
or the system provider, to the equipment operating
and maintenance personnel. This data is needed by
operating and maintenance personnel for the safe and
efficient operation, maintenance and repair of the
item.

AEAAKX A A AA A AR A A A A A AR A A A A A AR A AAA A AR A AAA A AR A AAAAARAAAAAAAAAAAAAAAAAAAAAXAAAAAAX

[ [Maintenance Manuals][; GI[; G, [ 1]

11I SD-11 Closeout Submittals

NOTE: Documentation to record compliance with
technical or administrative requirements or to

establish an administrative mechanism.
AAEIAAAAAAAAA A A AAAAAAAAAAA A A A IAAAAAAAAAAAAITAITAAAAAAAAAAAXAITAIAAAAAAAAAA XA AR A XK

[ [As-built Drawings][; GI1[; G, | 11
11[1-6  QUALITY ASSURANCE
[Specification paragraph text.]

[1.6.1 Qualifications

KA A AA A A A A A AR A A A A A AR A A A AR AR A A AR A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA LA ALK

NOTE: This paragraph includes statements of
qualifications for contractor designers,
manufacturers, fabricators, welders, installers, and
applicators of products and completed work.

A A A A A A A A A A A A A A A A A A A A A A A A A A A A A AT AL A AAAAAAAAAAAAAAAAAAAAAAAA AR AR AR AAAdhX

[Specification subparagraph text.]

1[1-5.2 Regulatory Requirements

NOTE: This paragraph includes obligations for
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compliance with specific code requirements for
contractor-designed items such as wood trusses,
labeling such as Underwriters Laboratory, Inc., and
requirements of public authorities such as state
highway departments.

[Specification subparagraph text.]

1[1.6.3 Pre-Installation Conference

NOTE: This paragraph can be used to specify
conferences to coordinate the work or to sequence
related work for sensitive and complex items.

KA A AA A A A A A AR A A A A A AR A A A A A AR A A AR A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA A AAAAX

[Specification subparagraph text.]

1101.7 DELIVERY, STORAGE, AND HANDLING

NOTE: This paragraph includes the necessary
requirements on packing and shipping, acceptance at
site, and storage and protection.

[Specification subparagraph text.]
1[1.8 [PROJECT][SITE] CONDITIONS
[Specification subparagraph text.]

[1.8.1 Environmental Requirements

KA A AR A A A A A AR A A A A A AR A A A AR AR A A AR A AR A AAA A AR A AAA A AR A AAAAARAAAAAAAXAAAAAAAXA LA AR X

NOTE: This paragraph establishes any physical or
environmental limitations or criteria. Such
conditions might include temperature, weather,
humidity, ventilation, and illumination required for
proper installation or application.

KA A AA A A A AR AR A A A A A AR A A A A A AR A AAA A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA A AAAAX

[Specification subparagraph text.]

1[1.8.2 Existing Conditions

NOTE: This paragraph includes statements or
references to documents where information may be
found pertaining to such items as existing
structures or geophysical reports.

[Specification subparagraph text.]

J1[1.9 SEQUENCING AND SCHEDULING
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KA A AKA A A A A A AR A A A A A AR A A A AR AR A AAA A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA A AAAAX

NOTE: This paragraph includes any special
sequencing and scheduling required.

[Specification subparagraph text.]

11.10  WARRANTY

KA A AA A A A AR AR A A A A A AR A A A AR AR A A AR A AR A AAA A AR A AAA A AR AAAAAARAAAAAAAXAAAAAAAXA A AA ALK

NOTE: This paragraph describes special or extended
(more than one year) warranty or bond covering the
conformance and performance of the work of the
section. A thorough understanding of warranties is
necessary to develop this paragraph.

KA A AA A A A A A AR A A A A A AR A A A A A AR A A AR A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA A AAAAX

[Specification subparagraph text.]
1.11  MAINTENANCE
[Specification subparagraph text.]

[1.11.1 Extra Materials

NOTE: This paragraph covers items to be furnished
to the Government by the Contractor for future
maintenance and repair. ltems that might be
difficult to obtain because of color or pattern
match, or spare parts needed to ensure continued
operation of critical equipment should be included.
Specifications should identify the items, state the
quantities required, and indicate to whom, when, and
where items are to be delivered.

[Specification subparagraph text.]

q[1-11.2 Maintenance Service

KA A AA A A A AR AR A A A A A AR A A A A A AR A AAA A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA A AAAAX

NOTE: This paragraph covers provisions for
maintenance service as applicable to critical
systems, equipment, and landscaping.

[Specification subparagraph text.]
JPART 2 PRODUCTS

[2-1 MATERIALS

xxxxxx

NOTE: This paragraph describes the material to be
furnished. Materials specified here are generally
those that are independently incorporated into the
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work under PART 3 EXECUTION. The name used for the
material must be consistently used throughout the
guide specification. This paragraph is usually
omitted when the materials can be included with the
description of a particular manufactured unit,
equipment, component, or accessory.

KA A AR A A A A A AR A A A A A AR A A A A A AR A A AR A AR A AAA A AR A AAAAARAAAAAAARAAAAAAAXAAAAAAAXA LA KA X

[Specification subparagraph text.]

[2.1.1 Material Option

[Following is an example of a formatted Table.] €—

TABLE 1.

AGGREGATE GRADATION

USE

Gradation "A"

Base Course

100

Surface Course

70 - 100

1[2-1.2 Item Requiring Submittal

Upon the release of SI v4.3.0.821
to include Formatted Tables was
directed by the SI-CCCB to replace
the old Table Format with the New
Formatted Table.

NMCI Users do not have a version
of SpecsIntact that supports
Formatted Tables. (SI v4.2.0.785)

Should we revert back to the old
Tables until the UFGS Master
incorporates Formatted Tables?

TEMPLATE INSTRUCTION: An item tagged as re
submittal in the submittal paragraph must also be
tagged in a subsequent paragraph or paragraphs that
describe the requirements for the item, otherwise
the paragraph number for that item will not print on

the submittal register.
also the title of the paragraph,

quiring a

If the name of the item is
it is preferable to

tag the paragraph title, otherwise it is permissible
to tag the name of the item in the paragraph text.

KA A AA A A A A A AR A A A A A AR A A AR A AR A AAA A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA A AAAAX

[Specification subparagraph text.]

1[2-1.3 2nd Level Paragraph

[Specification subparagraph text.]

[2.1.3.1 3rd Level Subparagraph

TEMPLATE INSTRUCTION:

The subparagraphs below the

3rd level subparagraph within ITM tags will not be
numbered by Specslintact and must be manually
numbered. Also,these subparagraphs will not appear
in the table of contents generated through

Specslintact.

KA A AR A A A A A AR A A A A A AR A A A AR AR A A AR A AR A AAA A AR A AAA A AR AAAAAARAAAAAAAXAAAAAAAXA A AA ALK

[Specification subparagraph text.]
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This Format does not match

[ a. Item < the UFC 1-300-02 Format
Standard.

J[b. Item

1L (L) Item

10 (2) Item

1L (a) Item

1L (b) Item

1L 1. Item

1L 2. ltem

11112-2 MANUFACTURED UNITS

S

NOTE: This paragraph provides statements describing
a complete manufactured unit, usually a standard
catalog item. Statements may include descriptive
requirements for the materials, specific
fabrication, finishes, and function. Separate
paragraphs for each different item should be used
when appropriate. The name used for the manufactured
unit must be consistent throughout the guide
specification.

[Specification subparagraph text.]

1[2-3

EQUIPMENT

NOTE: This paragraph provides statements describing
the function, operation, and other specific
requirements of equipment to be installed in the
work. Separate paragraphs for each different item
should be used when appropriate.

[Specification subparagraph text.]

1[2.4

COMPONENTS

NOTE: This paragraph provides statements describing
the specific components of a system, manufactured
unit, or type of equipment to be installed in the
work. Separate paragraphs for each different item
should be used when appropriate.

[Specification subparagraph text.]

1[2-5

ACCESSORIES
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KA A AKA A A A A A AR A A A A A AR A A A AR AR A AAA A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA A AAAAX

NOTE: This paragraph provides requirements for
subordinate or secondary items which aid and assist
primary products specified above or are necessary
for preparation or installation of those items. This
paragraph should not include basic options available
for manufactured units and equipment.

xxxxxxxxxxxxxxxxxxxxxx

[Specification subparagraph text.]

1[2.6  MIXES

NOTE: This paragraph provides proportions and
procedures for mixing materials. Mixing is the
preparation of materials for use and is considered
to be part of the manufacturing process even when
this work is done onsite. This paragraph is required
for products such as asphaltic concrete, portland
cement, concrete, mortar, and plaster

KA A AR A A A AR AR A A A A A AR A A A AR AR A A AR A AR A AAA A AR A AAA A AR A AAAAARAAAAAAAXAAAAAAAXA A AAAAX

[Specification subparagraph text.]

102.7 FABRICATION

NOTE: This paragraph describes items that must be
shop manufactured, fabricated, or assembled before
they are delivered to the site.

xxxxxxxxxxxxxxxxxxxxxx

[Specification subparagraph text.]

[2.7.1  Shop Assembly

NOTE: Fabrication may include trial or permanent
assembly of equipment and components away from the
construction site.

xxxxxxxxxxxxxxxxxxxxxx

[Specification subparagraph text.]

1[2-7.2 Shop and Factory Finishing

NOTE: Any shop or factory finishing would normally
be specified here.

xxxxxxxxxxxxxxxxxxxxxx

[Specification subparagraph text.]

1[2-7.3 Tolerances
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NOTE: Allowable variations from specified
requirements would normally be specified here.

[Specification subparagraph text.]

11[2-8  TESTS, INSPECTIONS, AND VERIFICATIONS

NOTE: |If tests, inspections, or verifications of
products are required at the source, i.e., plant,
mill, factory, or shop, they should be specified

here.

[Specification subparagraph text.]
JPART 3  EXECUTION

[3.-1 EXAMINATION

NOTE: This paragraph specifies the act of
physically determining that conditions are
acceptable to receive the primary products of the
section. Requirements for verifying suitability of
conditions for installation can be specified here.
Verifying the absence of defects or errors that
woulld cause defective installation or application of
products, or cause latent defects in workmanship and
function, can be specified here.

KA A AA A A A A A AR A A A AR AR A A A A A AR A A AR A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA LA KA X

[Specification subparagraph text.]

1I3.2 PREPARATION

NOTE: This paragraph covers actions required to
physically prepare the surface, area, or site to
incorporate the primary products of the section.

[Specification subparagraph text.]

[3-2.1 Protection

NOTE: This paragraph specifies requirements for
protecting the surrounding areas and surfaces.

[Specification subparagraph text.]

1[3-2.2 Surface Preparation
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NOTE: This paragraph describes preparatory work
required prior to installation, application, or
erection of primary products.

[Specification subparagraph text.]

11[3-3  ERECTION

KA A AA A A A AR AR A A A A A AR A A A AR AR A A AR A AR A AAA A AR A AAA A AR AAAAAARAAAAAAAXAAAAAAAXA A AA ALK

NOTE: This paragraph covers actions required to
accomplish a specified unit of work in the section,
and may include requirements necessary for
installation of products furnished under other
sections. If products are to be installed according
to manufacturer®s instructions, then the
manufacturer®s instructions should be a required
submittal as evidence of those requirements.
Separate paragraphs for each different item, as
appropriate, may be used. The names of the products
or the type of work may be incorporated into the
paragraph titles, in which case the wording should
reflect the generic product or terminology used
throughout the contract documents.

[Specification subparagraph text.]

1[3.4  INSTALLATION

KA A AA A A A A A AR A A A AR AR A A A A A AR A A AR A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA LA KA X

NOTE: This paragraph may be used when more
appropriate than paragraph ERECTION.

[Specification subparagraph text.]

1[3.5 APPLICATION

KA A AA A A A A A AR A A A A A AR A A A AR AR A A AR A AR A AAA A AR A AAA A AR A AAAAARAAAAAAAXAAAAAAAXA LA A AKX

NOTE: This paragraph may be used when more
appropriate than paragraph ERECTION.

[Specification subparagraph text.]

[3.5.1 Special Techniques

KA A AA A A A AR AR A A A A A AR A A A AR AR A A AR A AR A AAA A AR A AAA A AR A AAAAARAAAAAAAXAAAAAAAXA LA ALK

NOTE: This paragraph describes special procedures
for incorporating products. These procedures may
include spacings, patterns, or unique treatments.
The wording of the paragraph title should reflect
the subject matter

KA A AA A A A A A AR A A A A A AR A A AR A AR A AAA A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA A AAAAX

[Specification subparagraph text.]
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1[3-5.2 Interface with Other Products

NOTE: This paragraph provides descriptions specific
to compatibility and transition to other materials.
This may include incorporating accessories,
anchorage, and any special separation or bonding.

KA A AR A A A AR AR A A A A A AR A A A A A AR A AAA A AR A AAA A AR A AAA A AR A AAAAARAAAAAAAXAAAAAAAXA A AA ALK

[Specification subparagraph text.]

1[3-5-3 Tolerances

NOTE: This paragraph covers allowable variations in
application thickness or from indicated locations.

KA A AA A A A A A AR A A A A A AR A A A A A AR A A AR A AR A AAA A AR A AAA A ARAAAAAAARAAAAAAAXAAAAAAAXA A AAAAX

[Specification subparagraph text.]
J1[3-6  FIELD QUALITY CONTROL
[Specification subparagraph text.]

[3.6.1 Tests

NOTE: This paragraph defines the tests required for
installed or completed work. These tests are
different and separate from those required for
materials and products prior to installation or
application.

[Specification subparagraph text.]

1[3-6.2 Inspections

NOTE: This paragraph defines the inspections
required for installed or completed work. These
inspections are different and separate from those
required for materials and products prior to
installation or application.

[Specification subparagraph text.]

1[3-6.3 Manufacturer®s Field Services

NOTE: This paragraph covers specific requirements
when manufacturers are to provide field quality
control with onsite personnel for instruction or
supervision of the installation or application of
their products, or for startup or demonstration.
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[Specification subparagraph text.]

J1[3.7 ADJUSTING AND CLEANING

NOTE: This paragraph provides final actions to
prepare installed equipment or other completed work
to properly function or perform.

KA A AA A A A A A AR A A A A A AR A A AR A AR A A AR A AR A AAA A AR A AAA A AR A AAAAARAAAAAAAXAAAAAAAXA LA ALK

[Specification subparagraph text.]

1I3-8 DEMONSTRATION

NOTE: This paragraph covers requirements of the
installer or manufacturer to demonstrate the
operation and maintenance of equipment to the
owner*s personnel.

[Specification subparagraph text.]

1[3.9 PROTECTION

NOTE: This paragraph includes provisions for
protecting installed work prior to acceptance of the
project. Protection of surrounding areas and
surfaces during application or installation is
included in paragraph PREPARATION. Only statements
unique to the particular section should be included.

KA A AR A A A A A AR A A A AR AR A A A AR AR A A AR A AR A AAA A AR A AAA A AR A AAAAARAAAAAAAXAAAAAAAXA LA AN X

[Specification subparagraph text.]

1[3.10  SCHEDULES

NOTE: This paragraph includes schedules that
indicate where to put what or provides other
coordinating data. Schedules are sometimes placed
here in the specification section rather than on the
drawings. (Only the format for a schedule would
normally be included in a UFGS.)

[Specification subparagraph text.]

1 -- End of Section --
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